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1. Overall Description:

RAN2 has discussed the RACH resource configuration and message timing issue for TDD eIMTA. RAN2 had the below agreements:
For contention based RA:

- For all UEs, PRACH resources are not allocated/configured in subframes that can be dynamically configured as DL subframe, i.e. all the UEs should follow PRACH resources configured in SIB2.

- eIMTA supported and enabled UEs should monitor Message 0 in the subframes it monitoring PDCCH addressed by its C-RNTI, i.e. depending on which TDD configuration is followed.

- No new Timing for Message 1 is needed for eIMTA supported and enabled UEs.

- For contention based RA, Message 2 should be transmitted in only in DL subframes and special subframes of the TDD configuration in SIB1.

- Message 3 should be only transmitted based on TDD configuration in SIB1.

- eIMTA supported and enabled UEs should monitor Message 4 in the subframes it monitoring PDCCH addressed by its C-RNTI.

For contention free RA:

- it is same as contention based RA on
· Additional PRACH resources allocation
· Monitoring for Message 0

· Timing for Message 1

- Message 2 for contention free RA could be transmitted in DL subframes and special subframes of TDD configuration signalled by explicit L1 signalling.

2. Actions:

RAN2 kindly asks RAN1 to consider the above conclusion for TDD eIMTA.
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