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1 Introduction/Discussion/Suggestion
Last meeting RAN2 has discussed how to call the special serving cell where PUCCH is configured for SeNB. During the discussion, two different views were observed.

· To treat it as PCell. It can be called e.g. SCG PCell
· To treat it as special SCell. It can be called e.g. pSCell

Given that it is only name with no impact to the actual functions, we believe it be chosen based on the foreseen impacts to the current specifications.

In 36.300, ‘PCell’ is used 38 times. Because PCell in 36.300 has in many cases different context/meaning with ‘special serving cell’ which only concerns with PUCCH, if the special serving cell is called SCG PCell, we need to update the current PCell to e.g. MCG PCell. If we call the special serving cell as pSCell, there is no need to update already existing ‘PCell’.
In 36.321, ‘PCell’ is used 38 times (coincidently!!). Same logic applies. If we use SCG PCell, already existing ‘PCell’ needs to be updated to other terminology like MCG PCell, which is not needed otherwise.
In 36.331, ‘PCell’ is used 170 times. Same logic applies again. If we use SCG PCell, already existing ‘PCell’ needs to be updated to other terminology like MCG PCell, which is not needed otherwise.
Proposal: To discuss, with the foreseen impacts to the specifications taken into account, how to call the serving cell where PUCCH towards SeNB is configured  
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