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1 Introduction
At RAN2#83bis meeting, RAN2 concluded [1] to 
1. agree to introduce the solution recommended by SA2 for GERAN to EUTRAN SR-VCC, into the specifications under RAN2 responsibility (36.300, 36.331), 

2. capture in RAN2 specifications the RAN AS features that a “CS to PS SRVCC from GERAN to E-UTRA” capable UE shall support, and
3. evaluate if the same solution might be applicable for GERAN to E-UTRAN PS handover.


In this document, we give a short introduction to the Draft CRs we have submitted to this meeting.
2 Discussion
In [2] and [3}, we present draft CRs that introduce the necessary modification to enable CS to PS SRVCC from GERAN to EUTRAN for 36.331 and 36.300, respectively.
As minimum UE EUTRA capabilities required by SRVCC-capable UE, we propose:
· Support of parameter values corresponding to ue-Category 1
· FGI 3 (5bit RLC UM SN, 7bit PDCP SN), required for UE supporting VoLTE
· FGI 7 (RLC UM), required for UE supporting VoLTE

Proposal 1: 
RAN2 to agree on CR to 36.331 and 36.300 in [1] and [2] for rSRVCC from GERAN to EUTRAN.


On the applicability of the same solution for PS handover from GERAN for the case the size of the UE EUTRA capabilities exceeds what can be transferred via GERAN radio access, we have not identified any blocking issues from RAN2 point of view. In [4] and [5], we present draft CRs to 36.331 and 36.300 to, in addition to rSRVCC, also cover the PS handover case. 

Proposal 2: 
RAN2 to agree that same solution can be used for PS Handover from GERAN to EUTRAN, and indicate this to concerned WGs (SA2, GERAN2, CT1)

3 Conclusions

In this document, we have asked RAN2 to consider the following proposals: 

Proposal 1: 
RAN2 to agree on CR to 36.331 and 36.300 in [1] and [2] for rSRVCC from GERAN to EUTRAN.

Proposal 2: 
RAN2 to agree that same solution can be used for PS Handover from GERAN to EUTRAN, and indicate this to concerned WGs (SA2, GERAN2, CT1).
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