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1. Overall Description:
RAN3 would like to thank SA2 for the LS S2-133808 on Public Safety UE-to-Network Relays. On a general level, RAN3 would like to highlight that until the details of the PC5/PC9 interface are known, it is difficult for RAN3 to comment on how the bearer mapping between the PC5/PC9 to the Uu interface would work.

RAN3 has also identified the following aspects that would require further investigation:

1) Need to authenticate the Relay “eNB” (eNB part of the Relay), in addition to the UE part of the Relay. This may depend on SA3 evaluation

2) For the Uu interface between  the Relay UE and the normal eNB
a. Implications of transporting User UE’s S1-AP signalling over a non-integrity protected DRB. Again SA3 input would be required.
b. Interaction of the  Relay “eNB” with OAM

c. Implications of Relay “eNB” being able to move in the HPLMN network and roam to another network. 
d. Implications of terminating S1-AP and S1-U in the Relay “eNB” instead of an eNB. 
3) For the interface PC5/PC9 between the User UE and the Relay UE
a. Identification of data and NAS signalling PDUs which are protected by different keys.
RAN3 would like to point out to SA2 that, in context of current specifications, the Relay UE needs OAM configuration and Relays apply for fixed or nomadic deployment in a single PLMN.
2. Actions:

To SA2 group:
RAN3 kindly asks SA2 to take the above information into account 
3. Date of Next RAN3 Meetings:
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