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	Reason for change:
	The value range of EARFCN has been extended from 0..65535 to 0..262143. However, the value range is still 0..65535 in the variable EUTRA_FREQUENCY_INFO_LIST_FACH.

	
	

	Summary of change:
	The value range of EARFCN has been extended from 0..65535 to 0..262143 in the variable EUTRA_FREQUENCY_INFO_LIST_FACH.

Impact Analysis

Impacted functionality:
Absolute priority based measurements and reselection in CELL_FACH State 
Inter-operability:

There is no inter-operability issue since this CR only impacts the UE.

	
	

	Consequences if not approved:
	The UE can not store EARFCN greater than 65535 to be measured under CELL_FACH state. In this case, the UE may not be able to measure all the indicated E-UTRAN neighbour cells.
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13.4.57
EUTRA_FREQUENCY_INFO_LIST_FACH
NOTE:
For FDD only.

This variable contains E-UTRA frequency information to be measured under CELL_FACH state, as received in MEASUREMENT CONTROL, and the E-UTRA frequency RACH reporting information as received in System Information Block Type 19.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA Frequency Info List
	MP
	1 to <maxNumEUTRAFreqs_FACH>
	
	
	REL-11

	>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension"
	REL-11

	>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	E-UTRA frequency RACH reporting information
	OP
	
	
	E-UTRA frequency RACH reporting information 10.3.7.139
	REL-11


<End of modification>
