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	Reason for change:
(

	RAN2 inserted a sentence to the SCell activation/deactivation section to have clear PHR triggering timing reference as shown below:

-
trigger PHR according to subclause 5.4.6.
There is a case where UE triggers PHR unnecessarily when a UE receives an Activation/Deactivation MAC control element. 

If the element contains an indication for SCell activation, the UE activates the SCell and triggers PHR procedure even though the SCell was already activated (activated ( activated). The operation may not be an intended UE behaviour since PHR should be triggered only when an deactivated SCell is activated.


	
	

	Summary of change:
(

	add the sentence to trigger PHR only the case when a UE receives SCell activation indications for deactivated SCells.
-
if the SCell was deactivated Serving cell prior to the SCell activation, trigger PHR according to subclause 5.4.6.
Impact Analysis

Impacted functionality:
Trigger PHR.
Inter-operability:
If the eNB does not support the change, ambiguous operation may be occured between eNB and UE related to PHR trigger.
If the UE does not support the change, the UE may transmit unnecessary PHR to the eNB.
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not approved:
	PHR may not be triggered correctly.
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5.13
Activation/Deactivation of SCells

If the UE is configured with one or more SCells, the network may activate and deactivate the configured SCells. The PCell is always activated. The network activates and deactivates the SCell(s) by sending the Activation/Deactivation MAC control element described in subclause 6.1.3.8. Furthermore, the UE maintains a sCellDeactivationTimer timer per configured SCell and deactivates the associated SCell upon its expiry. The same initial timer value applies to each instance of the sCellDeactivationTimer and it is configured by RRC. The configured SCells are initially deactivated upon addition and after a handover.

The UE shall for each TTI and for each configured SCell:

-
if the UE receives an Activation/Deactivation MAC control element in this TTI activating the SCell, the UE shall in the TTI according to the timing defined in [2]:

-
activate the SCell; i.e. apply normal SCell operation including:

-
SRS transmissions on the SCell;

-
CQI/PMI/RI/PTI reporting for the SCell;

-
PDCCH monitoring on the SCell;

-
PDCCH monitoring for the SCell.

-
start or restart the sCellDeactivationTimer associated with the SCell;

-
if the SCell was deactivated Serving cell prior to the SCell activation, trigger PHR according to subclause 5.4.6.

-
else, if the UE receives an Activation/Deactivation MAC control element in this TTI deactivating the SCell; or

-
if the sCellDeactivationTimer associated with the activated SCell expires in this TTI: 

-
in the TTI according to the timing defined in [2]:
-
deactivate the SCell;

-
stop the sCellDeactivationTimer associated with the SCell;

-
flush all HARQ buffers associated with the SCell.

-
if PDCCH on the activated SCell indicates an uplink grant or downlink assignment; or

-
if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant or a downlink assignment for the activated SCell:

-
restart the sCellDeactivationTimer associated with the SCell;

-
if the SCell is deactivated:

-
not transmit SRS on the SCell;

-
not report CQI/PMI/RI/PTI for the SCell;

-
not transmit on UL-SCH on the SCell; 

-
not transmit on RACH on the SCell;

-
not monitor the PDCCH on the SCell;

-
not monitor the PDCCH for the SCell.

NOTE:
When SCell is deactivated, the ongoing Random Access procedure on the SCell, if any, is aborted.
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