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1. Overall Description:
RAN2 thanks SA4 for the LS (R2-133760= S4-131406) on “UE capabilities regarding support of simultaneous MBMS bearer reception” and would like to inform SA4 that an MBMS capable UE is only required to support reception of a single MBMS bearer service at a time i.e. reception of more than one MBMS bearer service up to UE implementation. RAN2 would like to note that the UE support of simultaneous receipt of multiple bearer services is regardless of whether or not these bearers are mapped to different sub-frames
Some further points to consider:

· RAN2 assumes that bearers related to one MBMS user service are typically carried by the same frequency
· MBMS bearers requiring a different MCS are mapped to different MCH

· On a particular frequency, user data for different MCH is conveyed in different sub-frames
RAN2 would further like to indicate that so far it has not discussed extensions of the concerned UE requirements for REL-12. RAN2 is however happy to keep SA4 informed about any potential changes.

2. Actions
To TSG SA4:
·  RAN2 would like to ask SA4 to take the above answers into account in their further work.
3. Date of Next TSG SA WG4 Meetings:

3GPP RAN WG2 Meeting #85
Feb 10- 14, 2014
Prague, Czech Republic

3GPP RAN WG2 Meeting #85bis
Mar 31- Apr 4, 2014
Valencia, Spain
