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Attachments: CR to include overall description of WLAN interworking solution to 36.300


1. Overall Description:

At SA plenary, RAN2 was tasked to take the lead on progressing the UTRA_LTE_WLAN_interw feature.

RAN2 would like to inform SA that the overall description of WLAN 3GPP Radio interworking is captured in a new Annex of TS36.300 as attached. 

RAN 2 has now identified the system level impacts of the cellular/WLAN interworking study and the breakdown of work for the relevant working groups in order to complete the WI (see Table 1 below).
Identified System Impacts

Support for ANDSF rules in the device:

· Enhance ANDSF traffic routing mechanism to support the use of RAN metrics e.g. RSRP threshold
Support for RAN rules in the device:
· Mechanism for the CN to provide eNB with information to support traffic routing:

· What higher layer traffic is being carried on each access technology (e.g. what PDN connections are currently being carried).

· What are the offload preferences (e.g. which PDN connections can / cannot / should preferably be routed over each access technology)  
· Mechanism for selecting a WLAN service provider and for building the NAI used in authentication when RAN provides rules
· Mechanism to ensure higher layer user and application preferences are respected during RAN controlled traffic routing

Support for both RAN rules and ANDSF rules in the device:
· Mechanism to control when and whether RAN rules are to take preference over ANDSF rules

· Mechanism for maintaining good end-user QoE as the device moves in and out of cellular coverage and switches between ANDSF provided rules and RAN provided rules 
Table 1: Work Breakdown of WLAN 3GPP Radio Interworking

	Work Elements
	ANDSF only
	RAN rules only
	Both ANDSF and RAN rules

	Metrics definition
	RAN2 defines radio metrics

	Network Selection
	-
	RAN2 defines the mechanisms

	Service Provider Selection
	-
	RAN2/SA1 investigates whether the feature needs to be supported. If yes the definition of a mechanism may require work in SA/CT

	Traffic routing
	ISRP extension (CT1)
	RAN2 to define signaling and granularity

	3GPP-WLAN inter system handover
	-
	SA/CT needs to decide whether the existing procedures are adequate and if not enhance them to support the traffic routing granularity that RAN defines

	User and App level preference
	-
	RAN2 needs to investigate how to respect user and application level preference

	Priority of rules
	-
	-
	RAN 2 to define mechanism to indicate the priority between the rules. SA2/CT1 may need to extend ANDSF to include the indication

	Consistent behavior
	
	
	RAN2/SA2 to ensure consistent device behavior in line with SA2 model


2. Actions:

To: SA group.

ACTION: 
RAN2 asks SA to kindly take these system impacts into account in planning and organizing the work of SA and CT working groups.
3. Date of Next TSG-RAN2 Meetings:

	Mar 2014 

	TITLE 
	TYPE 
	DATES 
	LOCATION 
	CTRY 
	

	
3GPPRAN2#85-BIS 
	OR 
	31 Mar - 4 Apr 2014 
	Valencia 
	ES 
	

	May 2014 

	TITLE 
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	DATES 
	LOCATION 
	CTRY 
	

	
3GPPRAN2#86 
	OR 
	19 - 23 May 2014 
	Seoul 
	KR 
	


