Page 1



3GPP TSG-RAN WG2 #85
(
 Tdoc R2-140550
Prague, Czech Republic, 10th – 14th Feb 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	36.321
	CR
	-
	rev
	-
	Current version:
	11.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	BCCH reception for MBMS on any configured or configurable SCell

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	MBMS_LTE_SC-Core, LTE-L23
	
	Date:
	2014-01-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Agreement from RAN2#79 is that a UE indicating interest in MBMS shall also support reading SIB13 on the indicated frequencies no matter whether the frequency is configured as SCell or not.

Agreed CRs RP-131789 and R2-134599 capture System Information Acquisition for SCells in TSs 36.306 and 36.331, respectively.
In 36.331:

The UE shall apply the system information acquisition and change monitoring procedure relevant for MBMS operation for these cells.
In 36.306:

If the UE is receiving or interested to receive an MBMS service in a cell, the UE shall apply the system information acquisition and change monitoring procedure relevant for MBMS operation for this cell.
However, the System Information Acquisition for the SCell missing from the MAC specification. Currently, the HARQ procedures for BCCH and PCH are only specified for PCell.

Impact Analysis

Impacted functionality:

System information acquisition and change monitoring

Inter-operability:

If the UE is implemented according to this CR but the network is not, no inter-operability problem is foreseen.

If the network is implemented according to this CR but the UE is not, it is impossible for UE to perform MBMS reception in a frequency other than PCell.

	
	

	Summary of change:
	Capture that for a cell where the UE needs to receive System Information, it also shall support related HARQ procedure to obtain System Information. 

	
	

	Consequences if not approved:
	MAC procedure for System Information Acquisition and paging is not complete as currently the procedure refers to the PCell.
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First modified section
5.3
DL-SCH data transfer

5.3.1
DL Assignment reception

Downlink assignments transmitted on the PDCCH indicate if there is a transmission on a DL-SCH for a particular UE and provide the relevant HARQ information.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH and for each Serving Cell:

-
if a downlink assignment for this TTI and this Serving Cell has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:

-
if this is the first downlink assignment for this Temporary C-RNTI:

-
consider the NDI to have been toggled.

-
if the downlink assignment is for UE’s C-RNTI and if the previous downlink assignment indicated to the HARQ entity of the same HARQ process was either a downlink assignment received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured downlink assignment:

-
consider the NDI to have been toggled regardless of the value of the NDI.
-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if this Serving Cell is the PCell and a downlink assignment for this TTI has been received for the PCell on the PDCCH of the PCell for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if the NDI in the received HARQ information is 0:

-
if PDCCH contents indicate SPS release:

-
clear the configured downlink assignment (if any);

-
if the timeAlignmentTimer associated with the pTAG is running:

-
indicate a positive acknowledgement for the downlink SPS release to the physical layer.

-
else:

-
store the downlink assignment and the associated HARQ information as configured downlink assignment;

-
initialise (if not active) or re-initialise (if already active) the configured downlink assignment to start in this TTI and to recur according to rules in subclause 5.10.1;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

-
else, if this Serving Cell is the PCell and a downlink assignment for this TTI has been configured for the PCell and there is no measurement gap in this TTI; and

-
if this TTI is not an MBSFN subframe of the PCell or the UE is configured with transmission mode tm9 or tm10 on the PCell:

-
instruct the physical layer to receive, in this TTI, transport block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

For configured downlink assignments, the HARQ Process ID associated with this TTI is derived from the following equation:

HARQ Process ID = [floor(CURRENT_TTI/semiPersistSchedIntervalDL)] modulo numberOfConfSPS-Processes,
where CURRENT_TTI=[(SFN * 10) + subframe number].

When the UE needs to read BCCH, the UE may, based on the scheduling information from RRC:
-
if a downlink assignment for this TTI has been received on the PDCCH for the SI-RNTI;

-
if the redundancy version is not defined in the PDCCH format:

-
the redundancy version of the received downlink assignment for this TTI is determined by RVK = ceiling(3/2*k) modulo 4, where k depends on the type of system information message: for SystemInformationBlockType1 message, k = (SFN/2) modulo 4, where SFN is the system frame number; for SystemInformation messages, k=i modulo 4, i =0,1,…, nsw–1, where i denotes the subframe number within the SI window nsw;

-
indicate a downlink assignment and redundancy version for the dedicated broadcast HARQ process to the HARQ entity for this TTI.
Second modified section
5.5
PCH reception

When the UE needs to receive PCH, the UE shall:

-
if a PCH assignment has been received on the PDCCH for the P-RNTI: 

-
attempt to decode the TB on the PCH as indicated by the PDCCH information.

-
if a TB on the PCH has been successfully decoded:

-
deliver the decoded MAC PDU to upper layers.
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