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RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]]

}

RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]]

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11
}
CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},

mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...
}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info

This field contains assistance information, concerning the primary frequency, used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh and csi-MeasSubframeSet1.Furthermore, the UE may use CRS assistance information to mitigate CRS interference from the cells in the IE for the demodulation purpose as specified in TS 36.101 [42]. Also the UE may use CRS assistance information to mitigate the interference on SCH from the cells in the IE for cell detection as specified in TS 36.133 [16].

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the UM RLC SN field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment.

	sps-Config

The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS, E-UTRAN does not reconfigure sps-Config when there is a configured downlink assignment or a configured uplink grant (see 36.321 [6]).

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment; otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in both these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.


