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1 Background
In section 8.3.1.3 "CELL UPDATE / URA UPDATE message contents to set" it is specified that the UE may omit cellUpdate-r3-add-ext and/or mbmsSelectedServices to be able to send cellUpdate-va40ext and/or IE "Measured results on RACH", in CELL UPDATE message:

If the UE does not need to include the IE "Failure Cause" and the Cell Update message size exceeds the used transport format size, then the UE may omit the IE "Support for Two DRX schemes in URA_PCH and CELL_PCH" (i.e. omit the cellUpdate-r3-add-ext), and the UE may omit IE "MBMS Selected Services" (i.e. omit the mbmsSelectedServices) to be able to include the Rel-10 non-critical extensions (i.e. include the cellUpdate-va40ext), or to be able to include IE "Measured results on RACH". The UE should first omit the IEs before applying the prioritization rules in section 8.5.23 to include the IE "Measured results on RACH".

2 Discussion
Measured results on RACH are included optionally in the CELL UPDATE message, according to the prioritization rules in section 8.5.23 "Measured results on RACH":
1> for messages transmitted on CCCH, take care that the maximum allowed message size is not exceeded when forming the IE "Measured results on RACH", i.e. limit the number of included neighbour cells or if required omit the IE "Measured results on RACH" altogether. When limiting the number of included neighbouring cells, for UE’s not supporting E-UTRA RACH reporting, the number of inter-frequency cells should be limited first i.e. inter-frequency cells should be omitted before limiting  the number of intra- frequency cells.

The REL-10 non-critical extension cellUpdate-va40ext includes the IE "Security Revert Status Indicator" (OP), IE "Logged Meas Available" (OP) and IE "ANR Logging Results Available" (OP):

CellUpdate-va40ext-IEs ::= 


SEQUENCE {


-- User equipment IEs



securityRevertStatusIndicator
ENUMERATED { revertedBack, normalOperation }
OPTIONAL,


-- Other IEs



loggedMeasAvailable



ENUMERATED { true }




OPTIONAL,



loggedANRResultsAvailable

ENUMERATED { true }




OPTIONAL
}
In case the UE has both Measured results on RACH, and needs to send one or more of the IEs in the REL-10 non-critical extension, then the UE shall not send Measured results on RACH at the expense of the IEs in the REL-10 non-critical extension. The Measured results on RACH are optional, and are not sent if there is not sufficient space in the CELL UPDATE message after applying the prioritization rules.
RAN2 is kindly asked to discuss if the existing procedure text is sufficiently clear, or requires further clarification on this aspect: 
Proposal 1: RAN2 to discuss if the procedure text in section 8.3.1.3 in 25.331 is sufficiently clear that the UE shall not send Measured results on RACH at the expense of IEs in the REL-10 non-critical extension (cellUpdate-va40ext). 
A draft CR to 25.331 is provided for information [1]. 

3 Summary

RAN2 is kindly asked to discuss if the procedure text requires further clarification: 

Proposal 1: RAN2 to discuss if the procedure text in section 8.3.1.3 in 25.331 is sufficiently clear that the UE shall not send Measured results on RACH at the expense of IEs in the REL-10 non-critical extension (cellUpdate-va40ext). 
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