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1. Overall Description:

RAN2 discussed the granularity of traffic steering in case ANDSF is not deployed and agreed to support traffic steering per APN. 
To realize it, RAN needs to know:
· 1) which APN can be offloaded to WLAN
· 2) which mechanism is allowed for this APN: NSWO and/or MAPCON

· 3) which APN each RAB belongs to
Regarding 1/2 there are two options: Option 1: the CN sends the APN list containing all the APNs related information to RAN in separate procedure; Option 2: APN lists are configured by OAM;
RAN2 think Option 2 is sufficient. 

Question 1: Do SA2/RAN3 see any problem on this? If so, what solution do SA2/RAN3 prefer?

Regarding 3, RAN2 identified that at least following changes are needed:
For LTE: add APN information per E-RAB:

·  in TS 36.413, in the E-RAB SETUP REQUEST,INITIAL CONTEXT SETUP REQUEST and HANDOVER COMMAND messages
· In TS 36.423, in the HANDOVER REQUEST message
For UMTS:  add APN information per RAB or to reuse “Offload RAB parameters” and change the description.
· In TS 25.413, in RAB ASSIGNMENT REQUEST, RELOCATION REQUEST and RANAP ENHANCED RELOCATION INFORMATION REQUEST messages
Question 2: Can RAN3/SA2 capture above changes in their specifications?
2. Actions:

To RAN3/SA2
ACTION: 
RAN2 respectfully asks RAN3/SA2 to take the above into account for introducing corresponding changes on support of traffic steering per APN.
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