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	Reason for change:
	In legacy, the network cannot use one measurement ID to simultaneously configure both intra-frequency measurement and periodic measurement, i.e. network can only choice either intra-frequency or periodic as report criteria. CR5242 introduced periodic measurement on the secondary frequency in DC HSUPA. However, with the signaling defined in CR5242, it’s possible for a network to simultaneously configure both intra-frequency measurement and periodic measurement on the secondary frequency. This should not be the intention.


	
	

	Summary of change:
	In 10.3.7.36 and 11.2, clarify that if intra-frequency measurement 

 reporting criteria or no reporting is configured in a Measurement Control message, network should not configure periodical reporting criteria on secondary UL frequency in the same message.

Impact analysis

Impacted functionality:
Intra-frequency measurement and periodic measurement in DC HSUPA
Inter-operability: 

· If the network is implemented according to the CR but the UE is not, there is no operability issue. 

· If the UE is implemented according the CR but the network is not, then the UE may not correctly handle the received Measurement Control message, or may not know which type of measurements should be reported.

	
	

	Consequences if not approved:
	The UE may not properly perform intra-frequency measurement or periodic measurement on the downlink frequency associated with the secondary UL frequency.
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	10.3.7.36, 11.2
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	Other comments:
	


****************************The 1st Change****************************************
10.3.7.36
Intra-frequency measurement
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Intra-frequency measurement objects list
	OP
	
	Intra-frequency cell info list 10.3.7.33
	
	

	Intra-frequency measurement objects list on secondary UL frequency
	OP
	
	Intra-frequency cell info list on secondary UL frequency
10.3.7.116
	
	REL-9

	Intra-frequency measurement
 quantity 
	OP
	
	Intra-frequency measurement quantity 10.3.7.38
	
	

	Intra-frequency reporting quantity 
	OP
	
	Intra-frequency reporting quantity 10.3.7.41
	
	

	Reporting cell status
	CV-reporting
	
	Reporting cell status 10.3.7.61
	
	

	Measurement validity 
	OP
	
	Measurement validity 10.3.7.51
	
	

	CHOICE report criteria
	OP
	
	
	
	

	
	MP
	
	
	NOTE 1
	REL-6

	
	OP
	
	
	
	REL-7

	>Intra-frequency measurement 
 reporting criteria 
	
	
	Intra-frequency measurement reporting criteria 10.3.7.39
	
	

	>Periodical reporting criteria
	
	
	Periodical reporting criteria 10.3.7.53
	
	

	>No reporting
	
	
	
	(no data)

Chosen when this measurement only is used as additional measurement to another measurement
	

	Periodical reporting criteria for the secondary UL Frequency
	OP
	
	Periodical reporting criteria on secondary UL frequency 10.3.7.136
	NOTE 2
	REL-10


	Condition
	Explanation

	reporting
	This IE is optional if the CHOICE "report criteria" is equal to "periodical reporting criteria" or "No reporting", otherwise the IE is not needed


NOTE 1:
The IE "report criteria" is optional in all releases except Rel-6. In Rel-6 the IE "report criteria" is mandatory present in order to align the tabular format with the Rel-6 ASN.1.
NOTE 2:
If the IE "Intra-frequency measurement reporting criteria" or "No reporting" is included in the Measurement Control message, the IE "Periodical reporting criteria for the secondary UL Frequency" should be absent.
*********************************The 2nd Change***********************************

11.2
PDU definitions

-- skip irrelevant definitions

MeasurementControl-r10-IEs ::=
SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r10,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vaa0ext-IEs ::= SEQUENCE {


-- Measurement IEs

-- If "intraFreqReportingCriteria" or "noReporting" is included, this IE should not be included.

periodicalReportingCriteriaOnSecULFreq











PeriodicalWithReportingCellStatusOnSecULFreq
OPTIONAL

}

-- skip irrelevant definitions

