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1
Opening of the meeting (9 AM)

1.1
Call for IPR

	The attention of the delegates of this Working Group is drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of. 

The delegates were asked to take note that they were hereby invited:

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP.

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Statement and the Licensing declaration forms (http://webapp.etsi.org/Ipr/).


NOTE:
IPRs may be declared to the Director-General or Chairman of the SDO, but not to the RAN WG2 Chairman.

1.2
Network usage conditions
The PCG has laid down the following network usage conditions
	1. Users shall not use the network to engage in illegal activities. This includes activities such as copyright violation, hacking, espionage or any other activity that may be prohibited by local laws.

2. Users shall not engage in non-work related activities that consume excessive bandwidth or cause significant degradation of the performance of the network.

Since the network is a shared resource, users should exercise some basic etiquette when using the 3GPP network at a meeting. It is understood that high bandwidth applications such as downloading large files or video streaming might be required for business purposes, but delegates should be strongly discouraged in performing these activities for personal use. Downloading a movie or doing something in an interactive environment for personal use essentially wastes bandwidth that others need to make the meeting effective. The meeting chairman should remind end users that the network is a shared resource; the more one user grabs, the less there is for another. Email and its attachments already take up significant bandwidth (certain email programs are not very bandwidth efficient). In case of need the chair can ask the delegates to restrict IT usage to things that are essential for the meeting itself.
1.
DON’T place your WiFi device in ad-hoc mode 

2.
DON’T set up a personal hotspot in the meeting room 

3.
DO try 802.11a if your WiFi device supports it 

4.
DON’T manually allocate an IP address 

5.
DON’T be a bandwidth hog by streaming video, playing online games, or downloading huge files 

6.
DON’T use packet probing software which clogs the local network (e.g., packet sniffers or port scanners)


2
General

THANK YOU to companies that request TDoc numbers and submit contributions early before deadline (really appreciated). Will start to refrain from treating late documents.

2.1
Approval of the agenda
Time-schedule is only indicative (i.e. topics might move forward/backward!):

	Schedule
	Main room
	LTE Breakout room
	UMTS room

	Mon 09:00 -> 12:30
	[2],[3],[4]
	
	

	Mon 14:00 ->
	[5.4] Other Joint Rel-12

[5.2] MTC UEPCOP 

[5.3] Min. nr of carriers for monitoring

[5.1] WLAN/3GPP
[5.5] TEI12 Joint
	
	

	
	
	
	

	Tue 08:30 -> 16:00
	[6.1.1] LTE Rel-8/9/10 CP
[6.2.1] Rel-11 CP
	[6.1.2] LTE Rel-8/9/10 (UP)
[6.2.2] Rel-11 (UP)
[7.6.3] eIMTA (UP)
[7.10.2] TEI12 LTE (UP)
	[8] UMTS Rel-8/9/10

[9] UMTS Rel-11

	Tue 16:00 -> 
	[7.1.1/2] Dual Connectivity 
	
	[10.2] Het-Net Mobility

	
	
	
	

	
	
	
	

	Wed 08:30 -> 12:30
	[7.7] MTC Low Cost
	[7.1.4] Dual Connectivity (UP)
	[10.4] SIB enhancements

	Wed 14:00 -> 16:00
	[7.3] MBMS MDT
[7.2] SCE-L1
	
	[10.1] FEUL

	Wed 16:30 -> 
	[7.6.1/2] eIMTA
[7.4] D2D
	
	

	
	
	
	

	
	 
	
	

	Thu 8:30 -> 12:30
	[7.1.3/5] Dual Connectivity 
	
	[10.5] RAN1 Het-Net WI

	
	
	
	[10.6] DCH enhancements

	Thu 14:00 -> 16:00
	[7.4] D2D (cont.)
	
	Comebacks
[10.3], [10.7], [10.8]

	Thu 16:30 -> 
	[7.8] FDD/TDD CA

[7.10.1] TEI12 LTE (CP)
	
	

	
	
	
	

	
	
	
	

	Fri 8:30 ->
	Left-overs, Comebacks
	
	Comebacks and leftovers

	Fri: 14:00 -> 

until 17:00
	Left-overs, Comebacks (Joint topics), [12][13][14]
	
	


2.2
Approval of the report of the previous meeting
2.3
Reporting from other meetings
2.3.1
RAN-63 (Fukuoka)

2.3.2
SA-63 (Fukuoka)

(provided by the RAN chairman)

2.4
Others
Rapporteur changes
Spec


former rapporteur


proposed new rapporteur
none
Chairing of UTMS Sessions

In this meeting not all UMTS sessions will be chaired by the UMTS Vice Chairman. Instead, the following delegates volunteered to chair UMTS sessions as follows:


Nicola Puddle

Work Item on UMTS Heterogeneous Networks
These will be official sessions and agreements may be taken as if they were chaired by a (vice) chairman.

Isolated impact analysis
Note that an isolated impact analysis is required for Rel-11 CRs. 

Only corrections where there is a proven problem are allowed for frozen releases (Rel-8 to Rel-11).
RAN2 WG compendium

Latest version can always be found at ftp://ftp.3gpp.org/tsg_ran/WG2_RL2/Org/RAN2_Compendium/ 
3
Incoming liaisons
Note: LSs are moved to the respective agenda items if any.

3.1
Joint UMTS/LTE relevance
3.2
LTE relevance
3.3
UMTS relevance
4
Joint UMTS/LTE: Rel-11 and earlier releases
Contributions submitted under this agenda item will be handled in a joint UMTS/LTE session.
Corrections to joint LTE+UMTS functionality in Rel-8 to 11. E.g. “Multiple Frequency Bands per Cell”, …
(SIMTC-RAN_OC-Core, leading WG: RAN2, REL-11, started: Sep.11, closed: Sep. 12, WID: RP-111373)
(eMDT_UMTSLTE-Core, leading WG: RAN2, REL-11, started: Sep.11, closed: Dec.12, WID: RP-121204)
(SONenh2_LTE_UTRA-Core, leading WG: RAN3, REL-11, started: Sep.11, closed: Dec.12, WID: RP-120314)

(rSRVCC-GERAN, leading WG: GERAN2, REL-11, started: Sep.11, closed: Nov.13, WID: GP-111290)
5
Joint UMTS/LTE: Rel-12

Note that, according to work item approval and time budget discussions at RAN plenary, RAN2 is not expected to work on other (e.g. RAN1- or RAN3-led) Joint Rel-12 WIs than those listed in the following sub-sections. 

5.1
WI: WLAN/3GPP Radio Interworking

(UTRA_LTE_WLAN_interw-Core, leading WG: RAN2, REL-12, started: Dec.13, target: Jun.14, WID: RP-132101)

TR of corresponding SI: TR 37.834
Time Budget: 1,5 TU in RAN2-85bis
5.1.1
General
Primarily for LSs and running CRs

5.1.2
Stage-2 aspects

Focus on remaining stage-2 aspects.
5.1.3
Stage-3 aspects

Initial consideration of  RRC signalling details in SIB and dedicated signalling and associated UE behaviour.
5.2
WI: RAN enhancements for MTC and other applications
(MTCe_RAN-Core, leading WG: RAN2, REL-12, started: Dec.13, target: Jun.14, WID: RP-132053)

Note: Only UEPCOP will be discussed at RAN2-85bis.
Time Budget: 0,5 TU in RAN2-85bis
Define support for “Power saving state” in accordance with progress/agreements in CT1.

5.3
WI: Increasing the minimum number of carriers for UE monitoring in UTRA and E-UTRA
(LTE_UTRA_IncMon-Core, leading: RAN4, REL-12, started: Dec.13, target: Jun.14, WID: RP-132061)
Time Budget: 0.5 TU in RAN2-85bis

General stage-2 principles. 
5.4
Other Joint Rel-12 WIs/SIs
Input to any other Rel-12 Joint UMTS/LTE WIs/SIs not explicitly listed above. Note that TEI12 should be submitted in 5.4.
(EHNB_enh3-Core, leading WG: RAN3, REL-12, started: Sep.12, target: Dec 13, WID: RP-130741)
5.5
Joint TEI12

Small Technical Enhancements affecting LTE and UTRAN Rel-12 and that do not belong to any Rel-12 WI. 

Note: A TEI proposal should be treated for only one meeting cycle and involve only one WG. Otherwise, a WI should be proposed at RAN plenary!

6
LTE: Rel-11 and earlier releases

6.1
LTE Rel-10 and earlier release WIs
Changes to functionality introduced in Rel-8, 9 and 10 even if change is proposed only for Rel-11!

(LTE-L23, leading WG: RAN2, REL-8, started: Sep. 06, closed: Dec. 08, WID: RP-080747)

(LTE_CA-Core, leading WG: RAN1, REL-10, started: Dec. 09, closed: June 11, WID: RP-100661)

(LTE_UL_MIMO-Core, leading WG: RAN1, REL-10, started: Dec.09, closed: June 11, WID: RP-100959)

(LTE_eDL_MIMO-Core, leading WG: RAN1, REL-10, started: Dec.09, closed: March 11, WID: RP-100196)

(LTE_Relay-Core, leading WG: RAN1, REL-10, started: Dec. 09, closed: June 11, WID: RP-110911)

(MBMS_LTE_enh-Core, leading WG: RAN2, REL-10, started: June 10, closed: March 11, WID: RP-101244)

(MDT_UMTSLTE-Core, leading WG: RAN2, REL-10, started: Dec. 09, closed: June 11, WID: RP-100360)

(eICIC_LTE-Core, leading WG: RAN1, REL-10, started: March 10, closed: June 11, WID: RP-100383)

(SONenh_LTE-Core, leading WG: RAN3, REL-10, started: March 10, closed: June 11, WID: RP-101004)
6.1.1
Control Plane

6.1.2
User Plane

The documents in this AI will be treated in the UP session.
6.2
LTE Rel-11 WIs
Changes to functionality introduced in Rel-11.
(LTE_CA_enh-Core, leading WG: RAN1, REL-11, started: March 11, closed: Mar.13, WID: RP-121999)

(MBMS_LTE_SC-Core, leading WG: RAN2, REL-11, started: June 10, closed: Sep.12, WID: RP-120258)

(LTE_eDDA-Core, leading WG: RAN2, REL-11, started: March 11, closed: Dec.12, WID: RP-120256)

(LCS_LTE-NBPS-Core, leading WG: RAN2, REL-11, started: March 09, closed: June. 13, WID: RP-131259)

(eICIC_enh_LTE-Core, leading WG: RAN1, REL-11, started: March 11, closed: Dec. 12, WID: RP-120860)

(SPIA_IDC_LTE-Core, leading WG: RAN2, REL-11, started: Sep.11, closed: Dec. 12, WID: RP-111355)

(COMP_LTE_DL-Core, leading WG: RAN1, REL-11, started: Sep.11, closed: Dec.12, WID: RP-111365)

(COMP_LTE_UL-Core, leading WG: RAN1, REL-11, started: Sep.11, closed: Dec.12, WID: RP-111365)

(LTE_TDD_add_subframe, leading WG: RAN1, REL-11, started: March 12; closed: Sep. 12, WID: RP-120384)
(FS_HetNet_eMOB_LTE, leading WG: RAN2, REL-11, started: March 11, closed: Sep. 12, WID: RP-110709)

(LTE_enh_dl_ctrl-Core, leading WG: RAN1, REL-11, started: Dec. 11, closed: Dec. 12, WID: RP-120871)
6.2.1
Control Plane

Including output of [85#20][LTE/MBMS] Attempt to improve the representation of the reception requirements in 36.302 (ALU)
6.2.2
User Plane

The documents in this AI will be treated in the UP session.
7
LTE: Rel-12

7.1
WI: Dual Connectivity for LTE (SCE)
(LTE_SC_enh_dualC-Core, leading WG: RAN2, REL-12, started: Dec.13, target: Jun.14, WID: RP-132069)

TR of corresponding SI: 36.842
Time Budget: 3 TU in RAN2-85bis (+ ~2 TU in UP session)

7.1.1
General

Primarily for LSs and running CRs

Running stage-2 CR is in R2-140906.
7.1.2
Stage-2 aspects
Basic Flows and Radio signalling aspects including capability handling. Primarily based on [85#21][LTE/DC] Basic signalling flows (Samsung)!
UL bearer splitting. Primarily based on [85#22][LTE/DC] UL bearer split (NSN)!
How to provide system information? By dedicated signalling? Or are UEs expected to read SIB from an SeNB’s cell?

Reporting SCG-RLF towards MeNB.
PDCP related open stage-2 issues.

Other stage-2 aspects.
7.1.3
Control Plane Details

RRC Signalling details.
Security aspects
7.1.4
User Plane Details

Documents in this agenda item are planned to be treated in the UP session.
Further details of BSR, LCP, activation/deactivation, Random access and DRX, PHR?
7.1.5
Other
7.2
WI: Small Cell Enhancements – Physical Layer

(LTE_SC_enh_L1-Core, leading WG: RAN1, REL-12, started: Dec.13, target: Jun.14, WID: RP-132073)

Time Budget: 0,5 TU in RAN2-85bis. 

Stage-2 description/aspects of “cell on/off” and “DRS based RRM measurements”.
7.3
WI: Further MBMS Operations Support for E-UTRA
(MBMS_LTE_OS-Core, leading WG: RAN2, REL-12, started: Sep.13, target: Jun.14, WID: RP-140282)

Time Budget: 0,5 TU in RAN2-85bis
7.3.1
General
Primarily for LSs and running CRs
7.3.2
Stage-2

Collect measurements in IDLE? Support Immediate MDT?

How to configure MBSFN MDT logging? Dedicated signalling? MCCH? SIB? Always on?

Reporting similar to logged measurement reporting? Re-use same report/request messages?

Does the UE verify user consent?

Including output of [85#23][LTE/MBMS-MDT] Analyse further issues of MBMS MDT (QC)
7.4
WI: LTE Device to Device Proximity Services - Radio Aspects
(LTE_D2D_Prox-Core, leading WG: RAN1, REL-12, started: Mar.14, target: Sep.14, WID: RP-140518)

RAN1 TR 36.843 on D2D
Time Budget: 3 TU in RAN2-85bis
7.4.1
General

Mainly for LSs and running CRs. 
7.4.2
D2D Communication

Focus on Stage-2: Basic Flows and Radio signalling aspects.
7.4.3
Device discovery
Focus on Stage-2: Basic Flows and Radio signalling aspects.
7.4.4
Other

7.5
WI: Smart Congestion Mitigation in E-UTRAN
(SCM_LTE-Core, leading WG: RAN2, REL-12, started: Mar.14, target: Sep.14, WID: RP-140434)

TR 36.848 v1.0.0 (RP-131661)
Time Budget: 0,0 TU in RAN2-85bis (will only be discussed from May onwards! Don’t submit documents!)
7.6
WI: TDD Interference Management and Traffic Adaptation (eIMTA)
(LTE_TDD_eIMTA-Core, leading WG: RAN1, REL-12, started: Dec 12, target: Jun.14, WID: RP-121772)
Time Budget: 0,5 TU in RAN2-85bis (+0,5 TU in RAN2 UP session)

7.6.1
General

LSs and running draft CRs
7.6.2
Stage-2 & Stage-3 Control Plane
Remaining Stage-2 aspects.

Stage-3 CP aspects (primarily RRC Signalling for eIMTA support).

7.6.3
Stage-3 User Plane
Documents in this agenda item are planned to be treated in the UP session.
Is SPS supported in combination with eIMTA. Any additional impact? Need for changes?

7.7
WI: Low Cost MTC for LTE
(LC_MTC_LTE-Core, leading WG: RAN1, REL-12, started: Jun 13, target: Jun 14, WID: RP-140522)
Time Budget: 1,0 TU in RAN2-85bis
Note that the “Enhanced Coverage Enhancements” aspects were removed in the latest update of the WID.

How and when does the eNB need to know that a UE is a low cost UE? Msg1; Msg3; …? What is the impact on the system capacity if all UEs need to be treated as low cost UE until after connection establishment? Reserve RACH resources for low cost UEs? Or add an indication to Msg3? 

Impact on paging?

Impact on SIB, PDSCH Scheduling, …?
Including output of [85#10][LTE/MTC-LC] Running 36.300 CR (Vodafone)
7.8
LTE TDD-FDD CA joint operation
(LTE_CA_TDD_FDD-Core, leading WG: RAN1, REL-12, started: Jun 13, target: Jun 14, WID: RP-140465)
Time Budget: 0.25 TU in RAN2-85bis

RAN user plane and control plane impacts of TDD-FDD CA (if any).
7.9
Other LTE Rel-12 WIs/SIs

Input to any other Rel-12 WI/SI not explicitly listed above. Note that TEI12 should be submitted in the TEI12 AI.
(LCS_BDS-LTE-Core, leading WG: RAN2, REL-12, started: Mar 13, closed: Dec 13, WID: RP-130416)
(LTE_eDL_MIMO_enh-Core, leading WG: RAN1, REL-12, started: Sep 12, target: June 14, WID: RP-121416)

(HetNet_eMOB_LTE-Core, leading WG: RAN2, REL-12, started: Dec.12, target: June 14, WID: RP-122007)

(Cov_Enh_LTE-Core, leading WG: RAN1, REL-12, started: Jun.13, target: Jun.14, WID: RP-130833)

Note: RAN-63 postponed the RAN2 CRs for Cov_Enh_LTE-Core and intends to approve them together with the RAN1 CRs in June. Therefore, the previously agreed RAN2 CRs need to be re-submitted to the RAN2 meeting in May. 

7.10
LTE TEI12

Small Technical Enhancements affecting LTE Rel-12 that do not belong to any Rel-12 WI. 

Note: A TEI proposal should be treated for only one meeting cycle and involve only one WG. Otherwise, a WI should be proposed at RAN plenary!

7.10.1
LTE TEI12 CP and joint CP/UP
7.10.2
LTE TEI12 UP
The documents in this AI will be treated in the UP session.
8
UTRA Release 10 and earlier releases
9
UTRA Release 11

9.1
WI: Further enhancements to CELL_FACH
(Cell_FACH_enh-Core, leading WG: RAN2, REL-11, started: March 11, closed: Dec. 12, WID: RP-111321)
WI was closed at RAN-58. Only corrections, if any, expected.

9.2
WI: HSDPA Multiflow Data Transmission

(HSDPA_MFTX-Core, leading WG: RAN2, REL-11, started: Sep.11, closed: Dec.12, WID: RP-111375)

WI was closed at RAN-58. Only corrections, if any, expected.
9.3
WI: Other Rel-11 WIs

i.e. for WIs for which RAN2 is not prime responsible WG.

9.3.1
WI Four Branch MIMO transmission for HSDPA

(4Tx_HSDPA-Core, leading WG: RAN1, REL-11, started: Sep.11, closed: Dec.12, WID: RP-111393)

WI was closed at RAN-58. Only corrections, if any, expected.
9.3.2
WI MIMO with 64QAM for HSUPA

(MIMO_64QAM_HSUPA-Core, leading WG: RAN1, REL-11, started: Dec. 11, closed: Dec. 12, WID: RP-121794)

WI was closed at RAN-58. Only corrections, if any, expected.
9.3.3
WI UTRAN aspects of Single Radio Voice Call Continuity from UTRAN/GERAN to E-UTRAN/HSPA
(rSRVCC-RAN_UTRA-Core, leading WG: RAN3, REL-11, started: Sep.11, closed: Dec.12, WID: RP-111334)

WI was closed at RAN-58. Only corrections, if any, expected.
9.3.4
Others

(HSPA_UL_TxDiv-CL-Core, leading WG: RAN1, REL-11, started: Dec.10, target: Dec.12, WID: RP-120367)
The Core part of this WI was closed at RAN-58. Only corrections, if any, expected.
(HSPA_UL_TxDiv-OL-Core, leading WG: RAN4, REL-11, started: Dec.10, closed: Dec. 12, WID: RP-120367)

WI was closed at RAN-58. Only corrections, if any, expected.
(8C_HSDPA-Core, leading WG: RAN1, REL-11, started: Dec.10, closed: Sep. 12, WID: RP-101419)

WI was closed at RAN-57. Only corrections, if any, expected.
9.4
WI: TEI11
10
UTRA Release 12

10.1
WI: Further EUL Enhancements
(EDCH_enh-Core, leading WG: RAN2, REL-12, started: Dec. 13, target: Jun. 14, WID: RP-140127)
In RAN2#85bis priority will be given to the RAN2 specific topics 10.1.1 and 10.1.2.  Contribution on 10.1.3 and 10.1.4 can be submitted for information purposes but will not treated until RAN1has progressed a bit more. 

10.1.1
Improvements to Access Control
10.1.1.1
Differentiation of access control 

Contributions should focus on mechanisms to differentiate access delays based on network assigned group.  

-  What parameters are used to differentiate access per group (e.g. delay/block access) and how are they used by the UE?   

-  How the access groups are assigned and what messages will be used.

-  Discuss whether access control will be applicable to DCCH/CCCH and how to handle the PCH state with non-seamless transmission case (CELL_UPDATE with cause UL data transmission)?

10.1.1.2
Per CN domain wait timer  

Discussions on remaining open issues:

- Applicability of “Per CN domain time” to other messages such as CELL UPDATE

- Extension of legacy wait timer and for which messages
10.1.1.3
Other

Additional contributions on motivating the need of additional enhancements in Rel-12 for access control:

- SIB3 reading enhancements 

- DSAC/PPAC in CELL_DCH 
10.1.2
Improvements to EUL coverage by TTI switching

A running Stage 2 description of the feature should be presented

10.1.2.1
UPH measurement improvements

Contributions should focus on the open issues for UPH measurements:

- Type of filter and where the filtering is applied (e.g. modified L1 filtering or higher layer filtering on top of L1 measurements) 

- Discussion on configuration parameters and the triggering criteria (e.g. TTT, hysteresis, threshold, etc).  

- What MAC format to use for reporting (same legacy SI format or new SI format)

- Is there a need to report a filtered UPH using a RRC message?

10.1.2.2
TTI switching aspects

Discussion on how to report the TTI switch decisions to the non-serving cells. 

Additional details on agreed aspects (e.g. what are the pre-configuration parameters for different TTI lengths)

10.1.3
Enhancements to enable high user bitrates

Contributions discussing RAN2 specific impacts on the three different areas (e.g. DTX/DRX enhancements, improved granting, and improved power control) can be submitted for information purposes.  Documents in this AI will be de-prioritized pending RAN1 progress on these topics

10.1.4
UL control channel overhead reduction 

RAN2 is not expected to treat this topic unless RAN1 asks feedback from RAN2.

10.1.5
CRs

Initial stage 2 CRs for existing agreements (For 25.300 a TP should be provided)

Initial stage 3 CRs for existing agreements on 10.1.1.1 and 10.1.1.2
Initial stage 3 CRs for agreements on 10.1.2
10.2
WI: UMTS Mobility enhancements for Heterogeneous Networks
(UTRA_hetnet_mob-Core, leading WG: RAN2, Started: Dec.13, June 14, WID: RP-140463)
The work should focus on the aspects or problems already studied as part of the “Study on UMTS Heterogeneous Networks”.
10.2.1
UE speed based mobility

Contributions could consider whether there is a need for extended measurement IDs in small cell scenarios or other additional stage-3 issues on eSCC.
10.2.2
Mass small cell deployment

Contributions should focus on LS received from RAN4 (R4-141084)
10.2.3
Others
10.2.4
CRs

Stage 2 CR and Stage 3 CRs capturing agreements from last meeting
10.3
WI: BeiDou Navigation Satellite System (BDS) for UTRA
(LCS_BDS-UTRA-Core, leading WG: RAN2, started: March 13, closed: Dec.13, WID: RP-130416)
This WI has been closed at RAN-62 and only corrections, if any, are expected to be submitted.

10.4
WI: Enhancements to SIB

(UTRA_SIBenh-Core, leading WG: RAN2, started: Dec. 13, target: June 14, WID: RP-140131)
10.4.1
BCH2 design aspects
Contributions should address BCH2 design aspects, taking into account the RAN1 agreements from last meeting. 

10.4.2
Improvements to legacy BCH

Contributions on improvements to legacy BCH 

10.4.3
CRs

Stage 2 TP for 25.300
10.5
WI: UMTS Heterogeneous Networks enhancements
(UTRA_hetnet_enh-Core, leading WG: RAN1, started: Dec.13, target: Jun. 14, RP-140463)

10.5.1
E-DCH decoupling 

Contributions on this topic should focus on the impact to RAN2 of E-DCH decoupling and specific actions and decisions RAN2 has to make to progress the work.  

10.5.2
CIO range expansion improvements 

Consider the introduction of  signalling for CIO adaptation for co-channel and multi-carrier deployments. Documents will depend on RAN1 status and agreements on this topic.
10.5.3
Others
10.6
WI: DCH Enhancements for UMTS
(UTRA_DCHenh-Core, leading WG: RAN1, started: Sept.13, target: Jun. 14, RP-131357)

Contributions should focus on RAN2 related aspects and Initial Stage 2 CR capturing RAN1 agreements if any
10.7
Other UMTS Rel-12 WI/SIs

Input to any other Rel-12 WI/SI not explicitly listed above. Note that TEI12 should be submitted in 10.6

(EHNB_enh3-Core, leading WG: RAN3, REL-12, started: Sep.12, closed: Dec 13, WID: RP-130741)
(LCR_TDD_HSPA_sign_enh-Core, leading WG: RAN1, started: Dec 12, closed: Dec 13, WID: RP-121984)
(LTE_UTRA_SDL_BandL-Core, leading WG: RAN4, started: June 13, target: June 14, WID: RP-140092)
10.8
UMTS TEI12

Small Technical Enhancements affecting UMTS Rel-12 that do not belong to any Rel-12 WI.
Note: A TEI proposal should be treated for only one meeting cycle and involve only one WG. Otherwise, a WI should be proposed at RAN plenary!
10.8.1
Cell Reselection during Common E-DCH transmission

Way forward on open issues (UE capability and whether cell reselection indication will be reported during collision resolution phase).
Stage 2 and 3 CRs
10.8.2
Other TEI12 topics

Documents in this category may be de-prioritized 
11
Outgoing LSs and email discussions from UTRA session

11.1
Agreed outgoing LSs from UTRA session
11.2
Email discussions from UTRA
12
Comebacks
This agenda item will be used during the meeting. No documents are supposed to be submitted by delegates.

12.1
LTE breakout session
Report from UP Session

12.2
UMTS breakout session
12.3
Main session
This section contains a temporary list of comebacks (press F9 to update while the cursor is inside the list).

No table of figures entries found.
12.4
Email Discussions from main session
This section contains a preliminary list of email discussions (press F9 to update while the cursor is inside the list). A complete will be provided to the email reflector after the meeting. 

No table of figures entries found.
13
Outgoing LS from LTE and Joint
Draft LSs should be submitted to their corresponding agenda item if there is one. If there is no appropriate agenda item, draft LSs may be submitted to this agenda item. 

Draft LSs
Approved LSs
This section contains a list of approved outgoing LSs (press F9 to update while the cursor is inside the list).

No table of figures entries found.
14
Any other business
Future meeting dates
Click here for the overview of all RAN2 and RAN meeting dates.
Others
15
Closing of the meeting (17:00)
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