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5.2.2
States and state transitions in Idle Mode

Figure 2 shows the states and procedures in Idle Mode.
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Figure 2: Idle Mode Cell Selection and Reselection
In any state except Camped Power Saving Mode, a new PLMN selection causes an exit to number 1

5.2.2.2
Camped normally state overview

In this state, the UE obtains normal service and performs the tasks specified in 5.2.5.

If after a Cell reselection evaluation process a better cell is found, the Cell reselection procedure is performed. If no suitable cell is found, the UE shall enter the state Any cell selection.

If a necessary NAS registration is rejected, the UE shall enter the Any cell selection state, except if the LR is rejected with cause #12, cause #14, cause #15 or cause #25. In this case the UE shall behave as specified in [5] and [16].
If AS is deactivated by NAS, the UE shall enter the Camped Power Saving Mode state.
When UE leaves idle mode in order to enter the state Connected mode, the UE shall attempt to access the current serving cell. If the access attempt to the serving cell fails, the UE shall use the Cell reselection evaluation procedure.

5.2.2.5
Camped on any cell State overview

In this state the UE obtains limited service and shall behave as specified in subclause 5.2.9. In this state if the UE supports CS voice services, the UE shall avoid reselecting an acceptable cell of E-UTRA regardless of priorities provided in system information of current cell. The UE shall regularly attempt to find a suitable cell, trying all RATs that are supported by the UE. If a suitable cell is found, this causes an exit to number 2 in figure 2.

NOTE:
The 'PLMN selection' process may select a new PLMN at any time in idle mode except in the Camped Power Saving Mode state, which in Figure 2 causes an exit to number 1.
5.2.2.6
Camped Power Saving Mode State overview

In this state the UE performs the tasks specified in subclause 5.2.10.
If AS is activated by NAS, the UE shall enter the Camped normally state. In this case, the UE shall re-acquire the relevant System Information as specified in [4].
5.2.10
Camped Power Saving Mode State

5.2.10.1
UTRA case

In this state, the UE shall perform the following tasks:

-
stop monitoring the indicated PICH and PCH of the cell;

-
stop monitoring relevant System Information;
-
stop performing measurements for the cell reselection evaluation procedure;

-
stop executing the cell reselection evaluation process.
In this state the UE is not permitted to receive any MBMS services.

5.2.10.2
E-UTRA case

The camped power saving mode state in E-UTRA is specified in [18].
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