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	Reason for change:
	When a UE in CELL_FACH state initiates a Initial Direct Transfer procedure for a CS call, it is requested to include the IE "call type" so the network can preconfigure the transport channels and physical channels for the CS call at the transition to CELL_DCH.

This has been introduced in Rel-7 and is is specified in 8.1.8.2:
1>
if the UE is in CELL_FACH state and the IE "CN domain identity" as indicated by the upper layers is set to "CS domain":

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
However, the condition in the tabular does not specify the RRC state for which the IE should be included,  which is not aligned with the procedure text .


	
	

	Summary of change:
	Correct the condition so the IE is needed only when the UE is in CELL_FACH state
Impact analysis
Impacted functionality:
The change only impacts the corrected functionality of CS call setup    
Inter-operability:
There is no inter-operability issue as the IE is only useful at transition from CELL_FACH to CELL_DCH.

Implementation of this CR by earlier release UEs will not cause any interoperability issues.


	
	

	Consequences if not approved:
	There is inconsistency between the procedure text and the tabular description. 
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10.2.16c
INITIAL DIRECT TRANSFER
This message is used to initiate a signalling connection based on indication from the upper layers, and to transfer a NAS message.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE -> UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	This IE indicates the PLMN to which the UE requests the signalling connection to be established.
	REL-6

	Support of CSG
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	Intra Domain NAS Node Selector
	MP
	
	Intra Domain NAS Node Selector 10.3.1.6
	
	

	NAS message
	MP
	
	NAS message 10.3.1.8
	
	

	START
	OP
	
	START 10.3.3.38
	START value to be used in the CN domain as indicated in the IE "CN domain identity". This IE shall always be present in this version of the protocol.
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	Rel-5

	CS Call Type
	CV-ConversationalCS
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-7

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	MBMS joined information
	OP
	
	
	
	REL-6

	>P-TMSI
	OP
	
	P-TMSI (GSM-MAP) 10.3.1.13
	
	REL-6


	Condition
	Explanation

	ConversationalCS
	This IE is mandatory present if the IE “Establishment cause” has the value “Originating Conversational Call” or “EmergencyCall”, the IE “CN domain identity” has the value "CS domain" and the UE is in CELL_FACH state. Otherwise it is not needed.


