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1. Overall Description:

RAN2 discussed activation/deactivation for Dual connectivity and made the following agreements:
· MeNB can only activate and deactivate Cells associated with MeNB. SeNB can only activate and deactivate Cells associated with SeNB. Cross-eNB activation/deactivation is not supported.

· PSCell (Primary SCell, i.e. the cell with PUCCH from SeNB) starts with activated state upon configuration and cannot be deactivated. 

· Other SCells from SeNB/MeNB starts with deactivated state upon configuration and can be activated/deactivated same as Rel-10/11. 

It was pointed out that the difference from Rel-10/11 CA activation/deactivation might require new requirement for dual connectivity, e.g. to take the activation delay into account in the configuration delay for PSCell since it starts with activated state, and the potential PCell reception interruption upon activation of PSCell might also need to be merged into the configuration interruption if PCell and PSCell are intra-band and using the same RF, etc.
Furthermore, in case of activation / deactivation of SCells in SeNB could create glitches in PCell in MeNB. The same issue could happen for PSCell when some SCells are activated or deactivated. 
2. Actions:

To RAN4 group.

ACTION: 

RAN2 respectfully ask RAN4 to take above agreements into account and discuss whether new requirements need to be defined for dual connectivity. If needed, define the new requirements.
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