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1 Introduction

A text proposal to 25.300 [1] on the introduction of mobility enhancements for Hetnet is attached in this document. 
2 Sample text proposal for TS 25.300
Beginning of Text Proposal
X. Heterogeneous Networks Mobility Enhancements

Neighbour Cell List (NCL) extension
-
The size of the inter-frequency and intra-frequency neighbour cells is extended for CELL_DCH, CELL_FACH, CELL_PCH and idle states, so that network could configure more neighbour cells for UE to monitor and detect under massive small cell deployment scenario. 

Reporting the best cell on secondary downlink frequency

-
Reporting the best cell could be supported on the secondary downlink frequency, which is configured and triggered independently over one configured downlink secondary frequency (FFS for more than one secondary downlink frequecies).

Ehanced Serving Cell Change for Event 1C
-
The enhanced Serving Cell Change procedure could also be applied to Event 1C, i.e. the UE can request the change of the HS-DSCH serving cell to a target cell via monitoring Target cell HS-SCCH order after Event 1C is reported, the target cell is the new best cell in the current active set according to the measured results in this Event 1C report.
End of Text Proposal
Proposal: It is proposed RAN2 to discuss the above text proposal to TS 25.300 on the introduction of HetNet mobility enhancements.

3 References

[1] 3GPP TS 25.300 UTRAN: General Description(Stage 2), 3GPP
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