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1. Overall Description:

RAN2 has discussed and evaluated the signalling impact to support the increased number of frequencies to monitor, as indicated by RAN4 in LS R4-140401. Based on this evaluation RAN2 would like to point out the extensive signaling impact to configure up to 9 LTE frequencies for measurements when the UE is in UMTS (in all RRC states). 

RAN2 would like to point out that the REL-12 signaling already allows to configure up to 8 LTE frequencies in UMTS. But if this number needs to be increased to 9 LTE frequencies the signaling impact is significant. To signal up to 9 LTE frequencies impacts signalling for priority based cell re-selection (REL-8), dedicated priority signalling (REL-8), MFBI signalling (REL-10), logged measurements (REL-10), logged measurements for extended LTE frequency range (REL-11), logged connection establishment failure (REL-11), RACH LTE measurements in CELL_FACH configuration (REL-11).   
2. Actions:

To RAN4
ACTION:  RAN2 kindly asks RAN4 to consider the significant signalling impact to support up to 9 LTE frequencies to measure in UMTS, and the fact that the signalling already supports up to 8 LTE frequencies. From RAN2 signalling point of view, a restriction of 8 frequencies would be preferable. RAN2 would appreciate a response from RAN4.  
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #86

19th May – 23rd May 2014

Seoul, South Korea


TSG-RAN WG2 Meeting #87

18th August – 22nd August 2014

Dresden, Germany
