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1
Introduction

RAN2#85 reached the following agreements:

	Agreements
0
We do not support RLC UM bearers in split mode.

1
RLC UM like reordering scheme (with a t-Reordering timer) is used for PDCP layer reordering in case of split bearers.

2
From RAN2 point of view we do not want continuous PDCP status reporting from the UE to the MeNB.


FFS for other cases such as mobility/SeNB change/reconfiguration.

 
FFS whether the SeNB needs to inform the MeNB about successfully delivered (and/or pending) PDCP PDUs or whether it is sufficient to rely on e.g. a discard timer in the MeNB. 




Based on these, this contribution addresses PDCP window handling in general, including the last FFS above.
2
Pulled or pushed PDCP reordering window
Whether the PDCP reordering window for split bearers is of the pulled or pushed type is an open issue: despite the agreement 1 above, the choice between the two was not thoroughly discussed in RAN2#85.

In the RLC UM as specified today, because there is no acknowledgement feedback whatsoever available to a transmitting entity, it has no knowledge of the reordering-window status at the peer entity. Therefore the transmitting entity cannot know any better than to keep transmitting at its own pace. At the receiving peer entity, the reordering-window handling is adapted to this so that advancement of the window is forced by the highest-numbered received PDUs pulling it forward: the window is defined as half the SN space behind the highest-numbered received PDU at any given time. Those data buffered to wait for missing packets, that are left behind the window in the process, are flushed from the buffer and delivered to higher layer. 
In the current RLC AM, in contrast, the transmitter knows the reordering-window status at the peer entity thanks to acknowledgement feedback. This allows the transmitter to pace itself according to the reception status and refrain from transmitting PDUs that would fall outside the reordering window at the receiver. Accordingly, the reordering window can be advanced as being pushed ahead the last data received in sequence and delivered to higher layer, and the window is defined as half the SN space ahead of the corresponding AMD PDU.
We now lay down properties of each reordering-window type if adopted to PDCP for split bearers:
1. If the RLC-UM-type pulled window is adopted for PDCP reordering:

a. when a PDU outside the window is received:

i. the PDU is assumed to be the highest-numbered PDU received so far, and is adopted as the new reference for COUNT (Next_PDCP_RX_SN, RX_HFN);

ii. the PDU then defines the new leading edge of the reordering window;

iii. PDUs falling out of the lower edge of the window are delivered to upper layers.

b. when the reordering timer expires:

i. consecutive SDUs are delivered to upper layers, ignoring any SDUs missing at the time the timer was started;

ii. the SN of the earliest PDU still considered for reordering is advanced (but the reordering window is not)
2. If the pushed window from the currently specified PDCP mapped on RLC AM is adopted (and combined with the agreed UM-like reordering timer):
a. when a PDU outside the window is received:

i. (As currently specified for PDCP:) the COUNT value associated with the SDU is assumed to be behind the current reordering window, but is not used as a further COUNT-value reference;
ii. the PDU/SDU is discarded

b. when the reordering timer expires:

i. consecutive SDUs are delivered to upper layers, ignoring any SDUs missing at the time the timer was started;

ii. consequently, Last_Submitted_PDCP_RX_SN and hence the reordering window is advanced.

Assuming 15-bit PDCP SN and IP-packet size of 1500 bytes, the PDCP reordering window corresponds to 24MB of data. Assuming e.g. a fraction 2/5 (corresponding to a fraction of carriers in use at MeNB) of the 3Gbps maximum bitrate of a category-8 UE, this amount of data can in theory be transmitted within 160ms. Against this background, it is important for the transmitting PDCP to maintain on idea of to what extent it can keep transmitting further PDCP PDUs such that PDUs outside the reordering window are not received at the peer PDCP entity.
We continue with further considerations of each window type.
2.1
If a pulled window is used
By property 1.a.i. above, if a PDU that is already left behind the reordering window is still received, HFN de-sync occurs.
The only way for the transmitting PDCP to be certain that this will not happen after transmitting further PDCP PDUs and thereby causing the reordering window to advance at the receiver, is by received indication(s) that all PDUs up to a given point have been successfully delivered.
Observation 1:
If a pulled reordering window is used, a transmitting PDCP will need indications of PDUs successfully delivered, to know when further PDCP PDUs can be transmitted.
But even with such a mechanism in place, what remains problematic is the case when such an indication of successful delivery, for a PDU sent via SeNB, is found to remain lacking: considering the different stages and mechanisms by which such a PDU may be delayed, such as delayed and out-of-order X2 delivery followed by prolonged transmission buffering at SeNB, the central question is, at which point in time can the PDCP at MeNB, with 100% probability, trust that the PDU will no longer be delivered to the PDCP at UE, once further transmitted data has left it outside the reordering window. It seems difficult to determine such a time instant of 100% certainty.
Observation 2:
Use of a pulled PDCP reordering window comes with risks of HFN de-sync.

For this reason, we propose not to use a pulled PDCP reordering window:
Proposal 1:
The reordering window in a PDCP entity configured for reordering is pushed by Last_Submitted_PDCP_RX_SN (like currently specified for PDCP mapped on RLC AM).
2.2
If a pushed window is used
As summarized in the beginning of this section, in this case the PDCP reordering window would be handled much like the one currently specified for PDCP mapped on RLC AM.
If a PDCP PDU too far ahead of Last_Submitted_PDCP_RX_SN is delivered to the receiving PDCP, the PDU is discarded. On this topic, the following was agreed in RAN2#79bis:

	PDCP (De-Sync, Window and Bitmap size)
R2-124691
Discussion on the extended PDCP SN and PDCP status report
Samsung
Disc
Proposal 1: Transmitter shall not transmit beyond PDCP SN of (x + Reordering_window) where x is the SN of the first PDCP SDU whose successful delivery has not been confirmed by the lower layer.
-
<...>
=>
RAN2 confirms P1. Nothing needs to be captured.


Clearly, if the PDCP of a split bearer at MeNB does not keep receiving indications of PDUs successfully delivered via SeNB, it will not be able to carry out the principle confirmed by RAN2 above as necessary. Without these indications in place, the following can occur, as one example:

· MeNB loses any track of the lower edge of the reordering window at the UE (e.g. because of having scheduled PDUs extensively via SeNB while receiving only ACKs on the PDUs that it has transmitted to UE directly);

· MeNB then schedules to the UE PDCP PDUs that are too far ahead of Last_Submitted_PDCP_RX_SN at the UE and are hence discarded by PDCP at UE. There will be no indication of the discarding to MeNB (on the contrary in case of RLC-ACKs received by MeNB), so this will result in unnecessary packet loss on an AM bearer.

Observation 3:
If a pushed reordering window is used, a transmitting PDCP will need indications of PDUs successfully delivered, to know when further PDCP PDUs can be transmitted.

3
PDCP delivery-status indications
Observations 1 and 2 above imply that a transmitting PDCP will need indications of PDUs successfully delivered regardless of the type of reordering window used. Since RAN2#85 already agreed the following –

From RAN2 point of view we do not want continuous PDCP status reporting from the UE to the MeNB.

-  we conclude with the following proposal.

Proposal 2:
For split bearers, indications of PDCP PDUs successfully delivered via SeNB are provided by SeNB to MeNB over the X2 interface on a continuous basis.

3.1
Proper triggers for the delivery-status indications
Given the importance of these indications to PDCP operation at MeNB as discussed above, there seem to be the following alternatives for providing these indications on a continuous basis:

A. Triggered whenever an RLC Status PDU is received, and sent over X2-AP;

B. Sending over GTP-U instead of X2-AP. The loss in reliability is compensated by periodical sending instead of the event trigger of the previous alternative.
As we discuss in the RAN3 contribution [3], we prefer the latter alternative. 
Apart from that, another important trigger seems to be when only the SeNB branch of a split bearer is about to be released for whatever reason: when that happens, it is important to update PDCP at MeNB as soon as possible on what PDUs need to be retransmitted.

Proposal 3:
The indication over X2 of PDCP PDUs successfully delivered via SeNB is triggered (also) when only the SeNB branch of a split bearer is about to be released.
4
Conclusion

This contribution discussed PDCP window handling and concluded with the following:
Observation 1:
If a pulled reordering window is used, a transmitting PDCP will need indications of PDUs successfully delivered, to know when further PDCP PDUs can be transmitted.

Observation 2:
Use of a pulled PDCP reordering window comes with risks of HFN de-sync.

Observation 3:
If a pushed reordering window is used, a transmitting PDCP will need indications of PDUs successfully delivered, to know when further PDCP PDUs can be transmitted.

Proposal 1:
The reordering window in a PDCP entity configured for reordering is pushed by Last_Submitted_PDCP_RX_SN (like currently specified for PDCP mapped on RLC AM).
Proposal 2:

For split bearers, indications of PDCP PDUs successfully delivered via SeNB are provided by SeNB to MeNB over the X2 interface on a continuous basis.

Proposal 3:

The indication over X2 of PDCP PDUs successfully delivered via SeNB is triggered (also) when only the SeNB branch of a split bearer is about to be released.

In the Appendix, we provide a text proposal introducing the agreed reordering timer and the reordering window of Proposal 1 to PDCP. We note that, as is the case in the current PDCP specification, we assume that reordering does not precede the possibly configured header decompression, thus, split bearers mapped on RLC AM are not optimized for RoHC.
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Appendix

Beginning of Text Proposal

5.1.2.1.2b
Procedures for DRBs when reordering by PDCP is configured [change marks compared to current section 5.1.2.1.2 Procedures for DRBs mapped on RLC AM]
For DRBs mapped on RLC AM, at reception of a PDCP Data PDU from lower layers, the UE shall:
-
if received PDCP SN – Last_Submitted_PDCP_RX_SN > Reordering_Window or 0 <= Last_Submitted_PDCP_RX_SN – received PDCP SN < Reordering_Window:

-
if received PDCP SN > Next_PDCP_RX_SN:

-
decipher the PDCP PDU as specified in the subclause 5.6, using COUNT based on RX_HFN - 1 and the received PDCP SN;

-
else:
-
decipher the PDCP PDU as specified in the subclause 5.6, using COUNT based on RX_HFN and the received PDCP SN;

-
perform header decompression (if configured) as specified in the subclause 5.5.5;

-
discard this PDCP SDU;

-
else if Next_PDCP_RX_SN – received PDCP SN > Reordering_Window:

-
increment RX_HFN by one;

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
else if received PDCP SN – Next_PDCP_RX_SN >= Reordering_Window:

-
use COUNT based on RX_HFN – 1 and the received PDCP SN for deciphering the PDCP PDU;

-
else if received PDCP SN >= Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
if Next_PDCP_RX_SN is larger than Maximum_PDCP_SN:

-
set Next_PDCP_RX_SN to 0;

-
increment RX_HFN by one;

-
else if received PDCP SN < Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
if the PDCP PDU has not been discarded in the above:
-
perform deciphering and header decompression (if configured) for the PDCP PDU as specified in the subclauses 5.6 and 5.5.5, respectively;
-
if a PDCP SDU with the same PDCP SN is stored:

-
discard this PDCP SDU;

-
else:

-
store the PDCP SDU;





-
if received PDCP SN = Last_Submitted_PDCP_RX_SN + 1 or received PDCP SN = Last_Submitted_PDCP_RX_SN – Maximum_PDCP_SN:

-
deliver to upper layers in ascending order of the associated COUNT value:

-
all stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from the COUNT value associated with the received PDCP SDU;
-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers.
-
if reorderingTimer is running:

-
if VRX_PDCP_RX_SN = Last_Submitted_PDCP_RX_SN + 1 or 
VRX_PDCP_RX_SN = Last_Submitted_PDCP_RX_SN – Maximum_PDCP_SN or
VRX_PDCP_RX_SN – Last_Submitted_PDCP_RX_SN > Reordering_Window or 
0 <= Last_Submitted_PDCP_RX_SN – VRX_PDCP_RX_SN < Reordering_Window
:

-
stop and reset reorderingTimer;
-
if reorderingTimer is not running (includes the case when reorderingTimer is stopped due to actions above):

-
if Next_PDCP_RX_SN – Last_Submitted_PDCP_RX_SN > 1 or 
0 < Last_Submitted_PDCP_RX_SN – Next_PDCP_RX_SN < Maximum_PDCP_SN
:
-
start reorderingTimer;
-
set VRX_PDCP_RX_SN to Next_PDCP_RX_SN;

-
set VRX_RX_HFN to RX_HFN.
5.1.2.1.2b.1
Actions when reorderingTimer expires
When reorderingTimer expires, the UE shall:

-
deliver to upper layers in ascending order of the associated COUNT value: 
-
all stored PDCP SDU(s) with an associated COUNT value less than the COUNT value {VRX_RX_HFN, VRX_PDCP_RX_SN};

-
all possibly stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from the COUNT value {VRX_RX_HFN, VRX_PDCP_RX_SN};
-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers.
-
if Next_PDCP_RX_SN – Last_Submitted_PDCP_RX_SN > 1 or 
0 < Last_Submitted_PDCP_RX_SN – Next_PDCP_RX_SN < Maximum_PDCP_SN
:
-
start reorderingTimer;
-
set VRX_PDCP_RX_SN to Next_PDCP_RX_SN;

-
set VRX_RX_HFN to RX_HFN.
[...]
7
Variables, constants and timers

7.1
State variables
This sub clause describes the state variables used in PDCP entities in order to specify the PDCP protocol.
All state variables are non-negative integers.
The transmitting side of each PDCP entity shall maintain the following state variables:

a)
Next_PDCP_TX_SN

The variable Next_PDCP_TX_SN indicates the PDCP SN of the next PDCP SDU for a given PDCP entity. At establishment of the PDCP entity, the UE shall set Next_PDCP_TX_SN to 0.

b)
TX_HFN

The variable TX_HFN indicates the HFN value for the generation of the COUNT value used for PDCP PDUs for a given PDCP entity. At establishment of the PDCP entity, the UE shall set TX_HFN to 0.

The receiving side of each PDCP entity shall maintain the following state variables:

c)
Next_PDCP_RX_SN

The variable Next_PDCP_RX_SN indicates the next expected PDCP SN by the receiver for a given PDCP entity. At establishment of the PDCP entity, the UE shall set Next_PDCP_RX_SN to 0.

d)
RX_HFN

The variable RX_HFN indicates the HFN value for the generation of the COUNT value used for the received PDCP PDUs for a given PDCP entity. At establishment of the PDCP entity, the UE shall set RX_HFN to 0.

e) Last_Submitted_PDCP_RX_SN

For PDCP entities for DRBs mapped on RLC AM the variable Last_Submitted_PDCP_RX_SN indicates the SN of the last PDCP SDU delivered to the upper layers. At establishment of the PDCP entity, the UE shall set Last_Submitted_PDCP_RX_SN to Maximum_PDCP_SN.
f) VRX_PDCP_RX_SN

For PDCP entities for DRBs mapped on two RLC entities the variable VRX_PDCP_RX_SN indicates the PDCP SN following the PDCP SN of the PDCP Data PDU which triggered reorderingTimer.
g) VRX_RX_HFN

For PDCP entities for DRBs mapped on two RLC entities the variable VRX_RX_HFN indicates the HFN value of the COUNT value following the COUNT value associated with the PDCP Data PDU which triggered reorderingTimer.
7.2
Timers

The transmitting side of each PDCP entity for DRBs shall maintain the following timers:

a) discardTimer
The duration of the timer is configured by upper layers [3]. In the transmitter, a new timer is started upon reception of an SDU from upper layer.
The receiving side of each PDCP entity configured for reordering shall maintain the following timers:

b) reorderingTimer
The duration of the timer is configured by upper layers [3]. This timer is used to detect loss of PDCP PDUs (see sub clause 5.1.2.1.2b). If reorderingTimer is running, reorderingTimer shall not be started additionally, i.e. only one reorderingTimer per PDCP entity is running at a given time.
End of Text Proposal

�Different cases of the general condition Last_Submitted_PDCP_RX_SN >= VRX_PDCP_RX_SN – 1


�Latter condition is the wraparound-case of the former


�Latter condition is the wraparound-case of the former





