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SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList
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trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},
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SEQUENCE {
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PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 
OPTIONAL


}


 











OPTIONAL,
3.  ECGI is used in abbreviations section 3.2 instead of E-CGI.

	
	

	Summary of change:
	1. CGI and TAI are changed to PLMN ID(s), TAC and Cell ID.

2. TAI is replaced with TAC.

3. E-CGI is replaced with ECGI.



	
	

	Consequences if not approved:
	Stage-2 description is not correct.

	
	

	Clauses affected:
	10.5.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


10.5.1.2
RRC_CONNECTED

While the UE is in RRC_CONNECTED state, the UE performs normal measurement and mobility procedures based on configuration provided by the network.

The UE is not required to support manual selection of CSG IDs while in RRC_CONNECTED state.

Handover to a HNB/HeNB follows the framework of UE assisted network controlled handover as described in 10.1.2.1. Handover to a HNB/HeNB is different from the normal handover procedure in three aspects:

1.
Proximity Estimation: in case the UE is able to determine, using autonomous search procedures, that it is near a CSG member cell, the UE may provide to the source eNB an indication of proximity. The proximity indication may be used as follows:
-
If a measurement configuration is not present for the concerned frequency/RAT, the source eNB may configure the UE to perform measurements and reporting for the concerned frequency/RAT.
-
The source eNB may determine whether to perform other actions related to handover to HNB/HeNBs based on having received a proximity indication (for example, the source eNB may not configure the UE to acquire system information of the HNB/HeNB unless it has received a proximity indication).
2.
PSC/PCI Confusion: due to the typical cell size of HNB/HeNBs being much smaller than macro cells, there can be multiple HNBs/HeNBs within the coverage of the source eNB that have the same PSC/PCI. This leads to a condition referred to as PSC/PCI confusion, wherein the source eNB is unable to determine the correct target cell for handover from the PSC/PCI included in the measurement reports from the UE. PSC/PCI confusion is solved by the UE reporting the global cell identity of the target HNB/HeNB.

3.
Access Control: if the target cell is a hybrid cell, prioritization of allocated resources may be performed based on the UE’s membership status. Access control is done by a two step process, where first the UE reports whether the target cell is a CSG member cell based on the UE’s CSG whitelist, and then the network verifies the reported status. When the UE has an emergency call the MME allows inbound mobility to CSG cells even if the access control fails as specified in TS 23.401[17].
4.
PLMN Selection: If the target cell is a shared CSG/hybrid cell, the UE reports the subset of the broadcasted PLMN identities passing PLMN ID check and the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG ID broadcast by the target cell. The source eNB performs PLMN ID check for the PLMNs reported by the UE and selects one if multiple pass the PLMN ID check. Finally the MME verifies the CSG membership according to the received CSG ID, the selected PLMN ID and stored subscription CSG information of the UE.

Mobility from eNB/HeNB to a HeNB’s CSG/hybrid cell may take place with the S1 Handover procedure. In the following call flow the source cell can be an eNB or a HeNB.

The current version of the specification also supports mobility involving HeNBs by using X2 handover in some cases (see section 4.6.1). If membership verification is required for X2 mobility, the procedure described in Section 10.1.2.1 applies, with the following additions to the steps described in Section 10.1.2.1.1:

-
In Step 4, the source eNB/HeNB includes the CSG membership status reported by the UE handed over in the X2AP HANDOVER REQUEST message to the target HeNB; the target HeNB performs admission control based on the CSG membership status reported by the UE;

-
In Step 12, the target HeNB includes the CSG membership status of the UE handed over in the PATH SWITCH REQUEST message to the MME;

-
In Step 16, after the MME has performed membership verification for the UE handed over, the MME includes its verified CSG membership status in the PATH SWITCH REQUEST ACKNOWLEDGE message to the target HeNB; the target HeNB updates its membership information if needed.

The procedure below applies to any scenario where the CSG ID is provided by the UE or provided by the source eNB.
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Figure 10.5.1.2-1: Mobility to HeNB’s CSG and hybrid cells.

1)
The source eNB configures the UE with proximity indication control.
2)
The UE sends an “entering” proximity indication when it determines it may be near a CSG member cell (based on autonomous search procedures). The proximity indication includes the RAT and frequency of the cell.
3)
If a measurement configuration is not present for the concerned frequency/RAT the source eNB configures the UE with relevant measurement configuration including measurement gaps as needed, so that the UE can perform measurements on the reported RAT and frequency. The network may also use the proximity indication to minimize the requesting of handover preparation information of CSG/hybrid cells by avoiding requesting such information when the UE is not in the geographical area where its CSG member cells are located.

4)
The UE sends a measurement report including the PCI (e.g., due to triggered event A3).

5)
The source eNB configures the UE to perform SI acquisition and reporting of a particular PCI.

6)
The UE performs SI acquisition using autonomous gaps, i.e., the UE may suspend reception and transmission with the source eNB within the limits defined in [TS 36.133] to acquire the relevant system information from the target HeNB.
7)
The UE sends a measurement report including (E)CGI, TAC, CSG ID and “member/non-member” indication. If the target cell is a shared CSG/hybrid cell, the measurement report also includes the subset of the broadcast PLMN identities that pass PLMN ID check and for which the CSG whitelist of the UE includes an entry comprising the cell's CSG ID and the respective PLMN identity.

8)
The source eNB includes the target ECGI and the CSG ID in the Handover Required message sent to the MME. If the target is a hybrid cell the Cell Access Mode of the target is included.

9)
The MME performs UE access control to the CSG cell based on the CSG ID and the selected target PLMN received in the Handover Required message and the stored CSG subscription data for the UE (see 3GPP TS 23.401 [17]). If the access control procedure fails, the MME ends the handover procedure by replying with the Handover Preparation Failure message. If the Cell Access Mode is present, the MME determines the CSG Membership Status of the UE handing over to the hybrid cell and includes it in the Handover Request message.

10-11)
The MME sends the Handover Request message to the target HeNB including the target CSG ID received in the Handover Required message.  If the target is a hybrid cell the CSG Membership Status will be included in the Handover Request message.

12)
The target HeNB verifies that the CSG ID received in the Handover Request message matches the CSG ID broadcast in the target cell and if such validation is successful it allocates appropriate resources. UE prioritisation may also be applied if the CSG Membership Status indicates that the UE is a member.

13-14)
The target HeNB sends the Handover Request Acknowledge message to the MME via the HeNB GW if present.

15)
The MME sends the Handover Command message to the source eNB.
16)
The source eNB transmits the Handover Command (RRC Connection Reconfiguration message including mobility control information) to the UE.

NOTE:
Steps 1-9, 15 and 16 also apply to inter-RAT mobility from LTE to HNB.

After sending an “entering” proximity indication (step 2), if the UE determines that it is no longer near a CSG member cell, the UE sends a “leaving” proximity indication to the source eNB. Upon reception of this indication, the source eNB may reconfigure the UE to stop measurements on the reported RAT and frequency.

In the above procedure, steps 2 and 3 may not be performed in case the UE has not previously visited the HeNB, e.g., when the UE first visits a hybrid cell. 

The PCI confusion is resolved by steps 5, 6 and 7. The source eNB can request SI acquisition and reporting for any PCI, not limited to PSCs/PCIs of CSG or hybrid cells.
_1405496726.vsd
UE


MME


Source eNB


HeNB GW*


Target HeNB


1. Reconfiguration
(Report Proximity Config)


2. Proximity Indication


3. Reconfiguration
(Measurement Config)


7. Measurement Report
(CGI, TAI, CSG ID, Member Indication)


4. Measurement Report
(PCI)


5. Reconfiguration
(SI Request)


6. BCCH (CGI, TAI, CSG ID)


8. HO Required
(Access Mode*, CSG ID*)


10. HO Request
(CSG ID*, Membership Status*)


9. Access control based on reported CSG ID and selected PLMN ID


11. HO Request
(CSG ID*, Membership Status*)


12. Validate CSG ID


13. HO Request Ack


14. HO Request Ack


15. HO Command


16. HO Command



_1452431623.vsd
UE


MME


Source eNB


HeNB GW*


Target HeNB


1. Reconfiguration
(Report Proximity Config)


2. Proximity Indication


3. Reconfiguration
(Measurement Config)


7. Measurement Report
(CGI, TAC, CSG ID, Member Indication)


4. Measurement Report
(PCI)


5. Reconfiguration
(SI Request)


6. BCCH (PLMN ID(s), TAC, Cell ID, CSG ID)


8. HO Required
(Access Mode*, CSG ID*)


10. HO Request
(CSG ID*, Membership Status*)


9. Access control based on reported CSG ID and selected PLMN ID


11. HO Request
(CSG ID*, Membership Status*)


12. Validate CSG ID


13. HO Request Ack


14. HO Request Ack


15. HO Command


16. HO Command



