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5.3.1
Cell status and cell reservations

Cell status and cell reservations are indicated in the SystemInformationBlockType1message [3] by means of two fields:

-
cellBarred (IE type: "barred" or "not barred") 
In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs

-
cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
When cell status is indicated as "not barred" and "not reserved" for operator use,

-
All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.

When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN,

-
UEs assigned to Access Class 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to “reserved”.

-
UEs assigned to an Access Class in the range of 0 to 9, 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:
ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN; ACs 12, 13, 14 are only valid for use in the home country [4].

When cell status "barred" is indicated or to be treated as if the cell status is "barred",

-
The UE is not permitted to select/reselect this cell, not even for emergency calls.

-
The UE shall select another cell according to the following rule:

-
If the cell is a CSG cell:

-
the UE may select another cell on the same frequency if the selection/reselection criteria are fulfilled.
-
The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-
else

-
If the field intraFreqReselection in field cellAccessRelatedInfo in SystemInformationBlockType1 message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled.

-
The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.

-
If the field intraFreqReselection in field cellAccessRelatedInfo in SystemInformationBlockType1 message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;

-
The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.

The cell selection of another cell may also include a change of RAT.

