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	Reason for change:
	In RLC spec, there is no clarification that multiple RLC PDUs could be multiplexed per logical channel per TB.

And If no multiple new RLC PDUs are multiplexed into one MAC PDU when the AMD PDU format does not allow concatenating these RLC SDUs in a single AMD PDU, the maximum throughput will affected and sharply decreased.



	
	

	Summary of change:
	Multiple new RLC PDUs could be multiplexed into one MAC PDU per logical channel per TB.



	
	

	Consequences if not approved:                        
	There is no clear description whether multiple RLC PDUs could be multiplexed into one MAC PDU. If no multiple RLC PDU is multiplexed into one MAC PDU the maximum throughput will affected and sharply decreased.
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4.2.1.3.2
Transmitting side

When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs, it shall:

-
segment and/or concatenate the RLC SDUs so that the AMD PDUs fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity notified by lower layer.

The transmitting side of an AM RLC entity supports retransmission of RLC data PDUs (ARQ):

-
if the RLC data PDU to be retransmitted does not fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity notified by lower layer, the AM RLC entity can re-segment the RLC data PDU into AMD PDU segments;

-
the number of re-segmentation is not limited.

When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs received from upper layer or AMD PDU segments from RLC data PDUs to be retransmitted, it shall:

-
include relevant RLC headers in the RLC data PDU.
NOTE: For a particular transmission opportunity, the transmitting side of the RLC AM entity may encapsulate a number of RLC SDUs in separate AMD PDUs, e.g. when the AMD PDU format does not allow concatenating these RLC SDUs in a single AMD PDU.
