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1 Discussion
After offline discussion, we have the following observations and proposals.
Observation 1 All UEs (i.e. both in and out of coverage) should monitor an SA resource pool which is the union of the SA resource pools used for SA transmission in all cells and SA transmission out of coverage. 

Observation 2 Out of coverage UEs can transmit on an SA resource pool which is known to the UE. 

Observation 3 In coverage UEs can transmit on an SA resource allocated by the eNB if Mode 1 is used. If Mode 2 is used then the UEs can transmit on an SA resource pool known to the UE. 

Proposal 1 The SA resource pool used for monitoring when the UE is out of coverage is pre-configured. 

Proposal 2 The SA resource pool used for transmission when the UE is out of coverage is pre-configured. 

Proposal 3 As a baseline, the SA resource pool used for monitoring when the UE is in coverage is pre-configured. (FFS if the SA resource pool used for monitoring when the UE is in coverage is configured by the eNB via RRC, dedicated or broadcasted) 

Proposal 4 The SA resource pool used for transmission when the UE is in coverage is not known to the UE if Mode 1 resource allocation is used. Instead the eNB schedules the resource to use for SA transmission. The resource is within the SA resource pool for reception. 

Proposal 5 The SA resource pool used for transmission when the UE is in coverage is configured by the eNB via RRC if Mode 2 resource allocation is used (FFS if dedicated or broadcasted).
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