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1
Introduction
In the RAN2-85 bis meeting setting of the cell specific TTT was discussed. The main conclusions from this discussion are here:

	R2-141071
Discussing the way forward for setting cell specific TTT
NSN
Disc

- Broadcom: is it 2 events configured with one Id? NSN: there is one meas control. Broadcom: we consider this changes the meaning of the ‘cells for measurement’, and would not want this change. Qualcomm: we support this, as a signalling optimisation. Ericsson: we don’t see a need for this.

=> the proposal is not agreed

=> Noted


  In this discussion paper we propose a short fix for optimizing the uplink reporting such that unnecessary measurement reports as mentioned in [1] are avoided.
2
Optimization to suppress unnecessary measurement report
We propose that a Boolean variable "Filter on Cells for Measurement only" is added to the intra-frequency cell info list.

If the IE "Filter on Cells for Measurement only" has also been included in a MEASUREMENT CONTROL message the UE shall consider only those active set cells in the CELL_INFO_LIST for measurement that are explicitly indicated by the IE "Cells for measurement".
4
Conclusion
It is proposed herewith, based on the above discussion and the CR for 25.331 in [2] and a TP in [3] that:
Proposal: Discuss and agree on a way forward to enable setting cell specific TTT with this optimization.
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