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Discussion and Decision

1
Introduction
In the RAN2#85bis meeting, it was agreed to include DSAC and PPAC parameters into the UTRAN MOBILITY INFORMATION (UMI) message. In the same meeting NSN had a preference to support this for RADIO BEARER RELEASE (RB Release) message as well but an offline decision couldn’t be reached before the end of the meeting.
2
Reason to include RB release message
NSN feels that only allowing to include DSAC and PPAC parameters into the UMI message suffers from the following problems:
1. In the scenario presented by NSN in [], the RB Release always will follow the UMI message. Technically speaking this creates a requirement to always transact  2 more signalling messages (UMI and UMI confirm).

2. UMI requires few mandatory elements to be always transacted hence the RRC message is not necessarily short enough.

3. The RB release message already is equipped to carry UTRAN mobility information so it’s not unnatural for it to carry information proposed for UMI message.

4. Extra signalling should be avoided wherever possible. Since this feature is being specified anew for Rel-12 there is room for optimization, now, rather than later.
3
Conclusion
It is highly recommended by NSN to allow RB Release message also to include DSAC and PPAC parameters. Hence we propose the change CR in [2] and TP in [3] and we kindly request RAN2 to enhance the decision for DSAC/PPAC parameter inclusion with this:
Proposal: Kindly allow to include DSAC and PPAC parameters in RADIO BEARER RELEASE message as well. 
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