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11.8.1.3.1
Baseline Procedure

For UEs in CELL_DCH state the Serving Grant Update procedure shall be applied at every TTI boundary and shall take into account the Absolute Grant message, Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall:

1>
set reference_ETPR2 to reference_ETPR as defined in subclause 3.1.2;
1>
set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3.1.2;

1>
if an Absolute Grant was received for this TTI:
2>
if improved granting is configured:
3>
if the Identity type is "Primary":
4>
if the UE’s primary E-RNTI has not been received in the E-RNTI-specific CRC attachment:
5>
set Serving_Grant = "Zero_Grant".
2>
if the Identity type is "Primary", and the Absolute Grant value is set to "INACTIVE":

3>
if Absolute Grant Scope indicates "Per HARQ process" and a 2ms TTI is configured:

4>
if uplink MIMO is not configured, de-activate the process given by the value of CURRENT_HARQ_PROCESS;

4>
if uplink MIMO is configured, de-activate the process given by the value of CURRENT_HARQ_PROCESS for the primary and secondary stream.

3>
if Absolute Grant Scope indicates "All HARQ processes" and a secondary E-RNTI was configured by higher layers:

4>
activate all HARQ processes;

4>
set Serving_Grant = Stored_Secondary_Grant;

4>
set Primary_Grant_Available to "False".

3>
if Absolute Grant Scope indicates "All HARQ processes", a 2ms TTI is configured and a secondary E-RNTI was not configured by higher layers:

4>
deactivate all HARQ processes (if a process was inactive it remains inactive, if a process was active it becomes inactive).

2>

else if the Absolute Grant Value is different from "INACTIVE":

3>
if the Identity Type is "Secondary":

4>
if the Absolute Grant Value is different from "Zero_Grant":

5>
set Stored_Secondary_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant Value).

4>
else:

5>
set Stored_Secondary_Grant = "Zero_Grant".

3>
if the Identity Type is "Primary" or Primary_Grant_Available is set to "False":

4>

if the Absolute Grant Value is different from "Zero_Grant":

5>
set Serving_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant Value).

4>
else:

5>
set Serving_Grant = "Zero_Grant".

4>
if the Identity Type is "Primary":

5>
set Primary_Grant_Available to "True";

5>
if Absolute Grant Scope indicates "Per HARQ process":

6>
if uplink MIMO is not configured, activate the process given by the value of CURRENT_HARQ_PROCESS;

6>
if uplink MIMO is configured, activate the process given by the value of CURRENT_HARQ_PROCESS for the primary and secondary stream.

5>

if Absolute Grant Scope indicates "All HARQ processes":

6>
activate all HARQ processes.
5>

if AG_Timer is not active, it shall be started, otherwise it shall be restarted.

1>
else (no Absolute Grant received):
2>
if the HARQ process given by the value of CURRENT_HARQ_PROCESS is active; and 

2>
if Primary_Grant_Available is equal to "True"; and

2>
if Serving_Grant <> "Zero_Grant" ; and

2>
if AG_Timer has expired; and

2>
if there was a scheduled transmission (see NOTE 2) in the previous TTI of the HARQ process given by the value of CURRENT_HARQ_PROCESS:

3>
if the Serving Relative Grant indicates "UP":
4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.
3>

else, if the Serving Relative Grant indicates "DOWN":

4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.

3>
else:

4>
the Serving_Grant is unchanged (i.e. kept from previous TTI).

1>
if any Non-Serving Relative Grants indicate "DOWN" for this TTI and Serving_Grant <> "Zero_Grant":

2>
Serving_Grant = MIN(Serving_Grant, Maximum_Serving_Grant, Serving_Grant determined in accordance with subclause 9.2.5.2.1);
2>
Maximum_Serving_Grant = Serving_Grant.
2>
if Non_Serving_RG_Timer is not active it shall be started, otherwise it shall be restarted;
1>
else if no Non-Serving Relative Grants indicate "DOWN" for this TTI:

2>
if Non_Serving_RG_Timer has not expired:

3>
Serving_Grant = MIN(Maximum_Serving_Grant, Serving_Grant).

1>
if Non_Serving_RG_Timer expires:

2>
set the Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 9.2.5.2.1.2 as configured by higher layers).

For UEs in CELL_FACH state for which "Per HARQ process" scope is not enabled by higher layers, and in case of DCCH/DTCH or for NodeB triggered HS-DPCCH transmission the Serving Grant Update procedure shall be applied at every TTI boundary and shall take into account the Absolute Grant message and Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall:

1>
if configured by higher layers, set reference_ETPR2 to reference_ETPR as defined in subclause 3.1.2;

1>
set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3.1.2;

1>
if an Absolute Grant was received for this TTI:

2>
if the Absolute Grant value is set to "INACTIVE":

3>
deactivate all HARQ processes (and act as described section 11.2.2A).

2>

else if the Absolute Grant Value is different from "INACTIVE":

3>
set Serving_Grant = Absolute Grant Value;

3>
if AG_Timer is not active, it shall be started, otherwise it shall be restarted.

1>
else (no Absolute Grant received):

2>
if Serving_Grant <> "Zero_Grant"; and

2>
if AG_Timer has expired; and

2>
if there was a scheduled transmission (see NOTE 2) in the previous TTI of the HARQ process given by the value of CURRENT_HARQ_PROCESS:

3>
if the Serving Relative Grant indicates "UP":

4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.

3>
else, if the Serving Relative Grant indicates "DOWN":

4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.

3>
else:

4>
the Serving_Grant is unchanged (i.e. kept from previous TTI).

1>
if any Non-Serving Relative Grants indicate "DOWN" for this TTI and Serving_Grant <> "Zero_Grant":

2>
Serving_Grant = MIN(Serving_Grant, Maximum_Serving_Grant, Serving_Grant determined in accordance with subclause 9.2.5.2.1);
2>
Maximum_Serving_Grant = Serving_Grant.
2>
if Non_Serving_RG_Timer is not active it shall be started, otherwise it shall be restarted;
1>
else if no Non-Serving Relative Grants indicate "DOWN" for this TTI:

2>
if Non_Serving_RG_Timer has not expired:

3>
Serving_Grant = MIN(Maximum_Serving_Grant, Serving_Grant).

1>
if Non_Serving_RG_Timer expires:

2>
set the Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 9.2.5.2.1.2 as configured by higher layers).

NOTE 1:
MIN("Zero_Grant", any numerical value) = "Zero_Grant".

NOTE 2:
Scheduling Information sent alone is not considered as a scheduled transmission.

For UEs in CELL_FACH state for which "Per HARQ process" scope is enabled by higher layers and in case of DCCH/DTCH or for NodeB triggered HS-DPCCH transmission, the Serving Grant Update procedure shall be applied at every TTI boundary and shall take into account the Absolute Grant message and Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall:

1>
if configured by higher layers, set reference_ETPR2 to reference_ETPR as defined in subclause 3.1.2;
1>
set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3.1.2;

1>
if an Absolute Grant was received for this TTI:

2>
if the Absolute Grant value is set to "INACTIVE":

3>
if Absolute Grant Scope indicates "Per HARQ process" and a 2ms TTI is configured:

4>
de-activate the process given by the value of CURRENT_HARQ_PROCESS.

3>
if Absolute Grant Scope indicates "All HARQ processes":

4>
deactivate all HARQ processes (and act as described section 11.2.2A)

2>

else if the Absolute Grant Value is different from "INACTIVE":

3>
set Serving_Grant = Absolute Grant Value.

3>
if Absolute Grant Scope indicates "Per HARQ process":

4>
activate the process given by the value of CURRENT_HARQ_PROCESS.

3>

if Absolute Grant Scope indicates "All HARQ processes":

4>
activate all HARQ processes.
3>

if AG_Timer is not active, it shall be started, otherwise it shall be restarted.

1>
else (no Absolute Grant received):
2>
if in CELL_FACH state and DCCH/DTCH or NodeB triggered HS-DPCCH transmission; and

2>
if the HARQ process given by the value of CURRENT_HARQ_PROCESS is active; and 

2>
if Serving_Grant <> "Zero_Grant" ; and

2>
if AG_Timer has expired; and

2>
if there was a scheduled transmission (see NOTE 1) in the previous TTI of the HARQ process given by the value of CURRENT_HARQ_PROCESS:

3>
if the Serving Relative Grant indicates "UP":
4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.
3>

else, if the Serving Relative Grant indicates "DOWN":

4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.

3>
else:

4>
the Serving_Grant is unchanged (i.e. kept from previous TTI).

1>
if any Non-Serving Relative Grants indicate "DOWN" for this TTI and Serving_Grant <> "Zero_Grant":

2>
Serving_Grant = MIN(Serving_Grant, Maximum_Serving_Grant, Serving_Grant determined in accordance with subclause 9.2.5.2.1);
2>
Maximum_Serving_Grant = Serving_Grant.
2>
if Non_Serving_RG_Timer is not active it shall be started, otherwise it shall be restarted;
1>
else if no Non-Serving Relative Grants indicate "DOWN" for this TTI:

2>
if Non_Serving_RG_Timer has not expired:

3>
Serving_Grant = MIN(Maximum_Serving_Grant, Serving_Grant).

1>
if Non_Serving_RG_Timer expires:

2>
set the Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 9.2.5.2.1.2 as configured by higher layers).

NOTE 1:
MIN("Zero_Grant", any numerical value) = "Zero_Grant".

NOTE 2:
Scheduling Information sent alone is not considered as a scheduled transmission.
