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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ANR
Automatic Neighbor Relation

AS
Access Stratum

BCCH
Broadcast Control Channel

CM
Connection Management

CMAS
Commercial Mobile Alert System

CN
Core Network

CSG
Closed Subscriber Group

DRX
Discontinuous Reception

DSCH
Downlink Shared Channel

E-UTRA
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network

ETWS
Earthquake and Tsunami Warning System

FDD
Frequency Division Duplex

GC
General Control (SAP)

GPRS
General Packet Radio Service

GSM
Global System for Mobile Communications

HCS
Hierarchical Cell Structure

IMB
Integrated Mobile Broadcast

IMSI
International Mobile Subscriber Identity 

MBMS
Multimedia Broadcast-Multicast Service

MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code 

MCCH
MBMS point-to-multipoint Control Channel

MDT
Minimization of Drive Tests

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code 

MSCH
MBMS point-to-multipoint Scheduling Channel

MTCH
MBMS point-to-multipoint Traffic Channel

NAS
Non-Access Stratum 

NI
(MBMS) Notification Indicator

PCH
Paging Channel

PI

Page Indicator

PICH
Page Indication Channel

PLMN
Public Land Mobile Network

RAT
Radio Access Technology

RRC
Radio Resource Control

SAP
Service Access Point
S-BCH
Secondary Broadcast Channel
TDD
Time Division Duplex 

TMGI
Temporary Mobile Group Identity

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

<End of modified section>
<Start of modified section>
6.2
Cell Broadcast in Idle Mode, CELL_PCH and URA_PCH

A UE supporting Cell Broadcast Service (CBS) shall be capable to receive BMC messages in the Idle mode, in URA_PCH and CELL_PCH. When several PCHs exist in the cell, the FACH which carries the CTCH may be mapped to a different SCCPCH than the PCH selected by the UE for paging in Idle mode (as specified in Sec. 8.1). The FACH which carries the CTCH may also be mapped to a different SCCPCH than the one used for the Secondary Broadcast Channel (S-BCH). In case CTCH occasions collide with broadcast on S-BCH, the UE may decide not to receive S-BCH.

<End of modified section>
