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<Start of modified section>
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Text omitted

1>
if the IE "Measurement command" has the value "Release":

2>
terminate the measurement associated with the identity given in the IE "Measurement Identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1> if the IE "Measurement command" has the value "ReleaseAll":

2>
terminate all measurements;

NOTE:
The UE should ignore the IE "Measurement Identity".
2>
clear all stored measurement control information in variable MEASUREMENT_IDENTITY.

1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

Text omitted
<End of modified section>
<Start of modified section>
10.3.7.46
Measurement Command
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement command
	MP
	
	Enumerated(Setup, Modify, Release,
	
	

	
	
	
	ReleaseAll)
	
	REL-12


<End of modified section>
<Start of modified section>
11.2
PDU definitions

Text omitted
MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementCommand-r4 ::=


CHOICE {


setup







MeasurementType-r4,


modify







SEQUENCE {



measurementType





MeasurementType-r4



OPTIONAL


},


release







NULL

}

MeasurementCommand-r6 ::=


CHOICE {


setup







MeasurementType-r6,


modify







SEQUENCE {



measurementType





MeasurementType-r6



OPTIONAL


},


release







NULL

}

MeasurementCommand-r7 ::=


CHOICE {


setup







MeasurementType-r7,


modify







SEQUENCE {



measurementType





MeasurementType-r7



OPTIONAL


},


release







NULL

}

MeasurementCommand-r8 ::=


CHOICE {


setup







MeasurementType-r8,


modify







SEQUENCE {



measurementType





MeasurementType-r8



OPTIONAL


},


release







NULL

}

MeasurementCommand-r9 ::=


CHOICE {


setup







MeasurementType-r9,


modify







SEQUENCE {



measurementType





MeasurementType-r9



OPTIONAL


},


release







NULL

}

MeasurementCommand-r10 ::=


CHOICE {


setup







MeasurementType-r10,


modify







SEQUENCE {



measurementType





MeasurementType-r10



OPTIONAL


},


release







NULL

}

MeasurementCommand-r11 ::=


CHOICE {


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


release







NULL

}

MeasurementCommand-r12 ::=


CHOICE {


setup







MeasurementType-r12,


modify







SEQUENCE {



measurementType





MeasurementType-r12



OPTIONAL


},


release







NULL,

releaseAll






NULL
}

Text omitted

<End of modified section>
