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5.3.3.6
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:

3>
clear the information included in VarConnEstFailReport, if any;
3>
set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

3>
set the failedCellId to the global cell identity of the cell where connection establishment failure is detected;
3>
set the measResultFailedCell to include the RSRP and RSRQ, if available, of the cell where connection establishment failure is detected and based on measurements collected up to the moment the UE detected the failure;

3>
if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:

4>
for each neighbour cell included, include the optional fields that are available;

NOTE:
The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

3>
if detailed location information is available, set the content of the locationInfo as follows:

4>
include the locationCoordinates;

4>
include the horizontalVelocity, if available;

3>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the failed random access procedure;
3>
set contentionDetected to indicate whether contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the failed random access procedure;

3>
set maxTxPowerReached to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6];
3>
set consecutiveConnEstFailNumber-r12 in variable VarConsecutiveConnEstFailInfo-r12 to the latest number of consecutive RRC connection establishment failure times on the cell where T300 expires, if the latest number of consecutive RRC connection establishment failure times on this cell exceeds 8, set consecutiveConnEstFailNumber-r12 in variable VarConsecutiveConnEstFailInfo-r12 to 8.
2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

The UE may discard the connection establishment failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the failure is detected, upon power off or upon detach.

5.3.3.7
T302, T303, T305 or T306 expiry or stop

The UE shall:

1>
if timer T302 expires or is stopped:

2>
inform upper layers about barring alleviation for mobile terminating access;

2>
if timer T303 is not running:

------------------------------------------------------Text omitted----------------------------------------------------
5.6.5
UE Information

5.6.5.1
General

[image: image1.emf] 

UE I nformation Response  

UE I nformationRequest  

UE   EUTRAN  


Figure 5.6.5.1-1: UE information procedure

The UE information procedure is used by E-UTRAN to request the UE to report information.

5.6.5.2
Initiation

E-UTRAN initiates the procedure by sending the UEInformationRequest message.
5.6.5.3
Reception of the UEInformationRequest message

Upon receiving the UEInformationRequest message, the UE shall:

1>
if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows: 

2>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the last successfully completed random access procedure;
2>
if contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the last successfully completed random access procedure:

3>
set the contentionDetected to true;

2>
else:

3>
set the contentionDetected to false;

1>
if rlf-ReportReq is set to true and the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

2>
set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in E-UTRA;

2>
set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;

2>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

1>
if connEstFailReportReq is set to true and the UE has connection establishment failure information in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

2>
set timeSinceFailure in VarConnEstFailReport to the time that elapsed since the last connection establishment failure in E-UTRA;

2>
set the connEstFailReport in the UEInformationResponse message to the value of connEstFailReport in VarConnEstFailReport and the value of consecutiveConnEstFailNumber-r12 in VarConsecutiveConnEstFailInfo-r12;
2>
discard the connEstFailReport from VarConnEstFailReport and consecutiveConnEstFailNumber-r12 from VarConsecutiveConnEstFailInfo-r12 upon successful delivery of the UEInformationResponse message confirmed by lower layers;

1>
if the logMeasReportReq is present and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
2>
if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:

3>
include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;

3>
include the traceReference and set it to the value of traceReference in the VarLogMeasReport;

3>

include the traceRecordingSessionRef and set it to the value of traceRecordingSessionRef in the VarLogMeasReport;

3>
include the tce-Id and set it to the value of tce-Id in the VarLogMeasReport;

3>
include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>
if the VarLogMeasReport includes one or more additional logged measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:

4>
include the logMeasAvailable;
1>
if mobilityHistoryReportReq is set to true:

2>
include the mobilityHistoryReport and set it to include entries from VarMobilityHistoryReport;

2>
include in the mobilityHistoryReport, the global cell identity of the current cell as visitedCellId and field timeSpent to the time spent in the cell, possibly after removing the oldest entry if required;

1>
if the logMeasReport is included in the UEInformationResponse:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB2;

2>
discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>
else:

2>
submit the UEInformationResponse message to lower layers for transmission via SRB1;

6.2.2
Message definitions

–
CounterCheck
------------------------------------------------------Text omitted----------------------------------------------------
–
UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.

Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E-UTRAN

UEInformationResponse message
-- ASN1START

UEInformationResponse-r9
::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1







CHOICE {




ueInformationResponse-r9



UEInformationResponse-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

UEInformationResponse-r9-IEs ::=

SEQUENCE {


rach-Report-r9






SEQUENCE {



numberOfPreamblesSent-r9



NumberOfPreamblesSent-r11,



contentionDetected-r9




BOOLEAN


}















OPTIONAL,


rlf-Report-r9






RLF-Report-r9


OPTIONAL,

nonCriticalExtension




UEInformationResponse-v930-IEs



OPTIONAL

}

-- Late non critical extensions

UEInformationResponse-v9e0-IEs ::= SEQUENCE {


rlf-Report-v9e0





RLF-Report-v9e0




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- Regular non critical extensions

UEInformationResponse-v930-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UEInformationResponse-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1020-IEs

OPTIONAL

}

UEInformationResponse-v1020-IEs ::= SEQUENCE {


logMeasReport-r10




LogMeasReport-r10



OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1130-IEs

OPTIONAL

}

UEInformationResponse-v1130-IEs ::= SEQUENCE {


connEstFailReport-r11



ConnEstFailReport-r11


OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell-r9



SEQUENCE {



rsrpResult-r9






RSRP-Range,



rsrqResult-r9






RSRQ-Range


OPTIONAL


},


measResultNeighCells-r9



SEQUENCE {



measResultListEUTRA-r9



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r9



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r9



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r9



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


...,


[[
locationInfo-r10



LocationInfo-r10

OPTIONAL,



failedPCellId-r10





CHOICE {




cellGlobalId-r10





CellGlobalIdEUTRA,




pci-arfcn-r10






SEQUENCE {





physCellId-r10






PhysCellId,





carrierFreq-r10






ARFCN-ValueEUTRA




}



}















OPTIONAL,



reestablishmentCellId-r10

CellGlobalIdEUTRA



OPTIONAL,



timeConnFailure-r10



INTEGER (0..1023)



OPTIONAL,



connectionFailureType-r10

ENUMERATED {rlf, hof}


OPTIONAL,



previousPCellId-r10



CellGlobalIdEUTRA



OPTIONAL


]],


[[
failedPCellId-v1090



SEQUENCE {




carrierFreq-v1090



ARFCN-ValueEUTRA-v9e0



}















OPTIONAL


]],


[[
basicFields-r11




SEQUENCE {




c-RNTI-r11





C-RNTI,




rlf-Cause-r11




ENUMERATED {













t310-Expiry, randomAccessProblem,













rlc-MaxNumRetx, spare1},




timeSinceFailure-r11


TimeSinceFailure-r11



}















OPTIONAL,



previousUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




},




cellGlobalId-r11



CellGlobalIdUTRA


OPTIONAL



}















OPTIONAL,



selectedUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




}



}















OPTIONAL


]]

}
RLF-Report-v9e0 ::= 



SEQUENCE {


measResultListEUTRA-v9e0


MeasResultList2EUTRA-v9e0

}

MeasResultList2EUTRA-r9 ::=



SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-r9

MeasResultList2EUTRA-v9e0 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v9e0

MeasResult2EUTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueEUTRA,


measResultList-r9




MeasResultListEUTRA

}

MeasResult2EUTRA-v9e0 ::=



SEQUENCE {


carrierFreq-v9e0





ARFCN-ValueEUTRA-v9e0

OPTIONAL
}

MeasResultList2UTRA-r9 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2UTRA-r9

MeasResult2UTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueUTRA,


measResultList-r9




MeasResultListUTRA

}

MeasResultList2CDMA2000-r9 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2CDMA2000-r9

MeasResult2CDMA2000-r9 ::= 


SEQUENCE {


carrierFreq-r9





CarrierFreqCDMA2000,


measResultList-r9




MeasResultsCDMA2000

}

LogMeasReport-r10 ::= 



SEQUENCE {


absoluteTimeStamp-r10



AbsoluteTimeInfo-r10,


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10

OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


logMeasInfoList-r10




LogMeasInfoList-r10,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,

...

}

LogMeasInfoList-r10 ::= 

SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF LogMeasInfo-r10
LogMeasInfo-r10 ::= 

SEQUENCE {


locationInfo-r10




LocationInfo-r10

OPTIONAL,


relativeTimeStamp-r10



INTEGER (0..7200),


servCellIdentity-r10



CellGlobalIdEUTRA,


measResultServCell-r10



SEQUENCE {



rsrpResult-r10





RSRP-Range,



rsrqResult-r10





RSRQ-Range


},


measResultNeighCells-r10


SEQUENCE {



measResultListEUTRA-r10



MeasResultList2EUTRA-r9

OPTIONAL,



measResultListUTRA-r10



MeasResultList2UTRA-r9

OPTIONAL,



measResultListGERAN-r10



MeasResultList2GERAN-r10
OPTIONAL,



measResultListCDMA2000-r10


MeasResultList2CDMA2000-r9
OPTIONAL


}
OPTIONAL,


...,


[[
measResultListEUTRA-v1090


MeasResultList2EUTRA-v9e0
OPTIONAL


]]

}

MeasResultList2GERAN-r10 ::=


SEQUENCE (SIZE (1..maxCellListGERAN)) OF MeasResultListGERAN

ConnEstFailReport-r11 ::= 



SEQUENCE {


failedCellId-r11




CellGlobalIdEUTRA,


locationInfo-r11




LocationInfo-r10



OPTIONAL,


measResultFailedCell-r11



SEQUENCE {



rsrpResult-r11






RSRP-Range,



rsrqResult-r11






RSRQ-Range



OPTIONAL


},


measResultNeighCells-r11



SEQUENCE {



measResultListEUTRA-r11



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r11



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r11



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r11



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


numberOfPreamblesSent-r11


NumberOfPreamblesSent-r11,


contentionDetected-r11



BOOLEAN,


maxTxPowerReached-r11



BOOLEAN,


timeSinceFailure-r11



TimeSinceFailure-r11,


measResultListEUTRA-v1130


MeasResultList2EUTRA-v9e0

OPTIONAL,


... ,


[[
consecutiveConnEstFailNumber-v12X0

INTEGER ::= (0..8)
OPTIONAL


]]

}

}
NumberOfPreamblesSent-r11::=


INTEGER (1..200)

TimeSinceFailure-r11 ::=



INTEGER (0..172800)

-- ASN1STOP

------------------------------------------------------Text omitted----------------------------------------------------
7.1
UE variables

NOTE: 
To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available.

–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AbsoluteTimeInfo-r10,


AreaConfiguration-r10,


AreaConfiguration-v1130,


CarrierFreqGERAN,


CellIdentity,


ConnEstFailReport-r11,


SpeedStateScaleFactors,


C-RNTI,


LoggingDuration-r10,


LoggingInterval-r10,


LogMeasInfo-r10,


MeasId,


MeasIdToAddModList,


MeasObjectToAddModList,


MobilityStateParameters,


NeighCellConfig,


PhysCellId,


PhysCellIdCDMA2000,


PhysCellIdGERAN,


PhysCellIdUTRA-FDD,


PhysCellIdUTRA-TDD,


PLMN-Identity,


PLMN-IdentityList3-r11,


QuantityConfig,


ReportConfigToAddModList,


RLF-Report-r9,


RSRP-Range,

--
TraceRecordingSessionRef-r10,


TraceReference-r10,

VisitedCellInfoList-r12,


maxCellMeas,


maxMeasId

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
VarConnEstFailReport
The UE variable VarConnEstFailReport includes the connection establishment failure information.

VarConnEstFailReport UE variable
-- ASN1START

VarConnEstFailReport-r11 ::=

SEQUENCE {


connEstFailReport-r11



ConnEstFailReport-r11,


plmn-Identity-r11




PLMN-Identity

}

-- ASN1STOP

–
VarConsecutiveConnEstFailInfo
The UE variable VarConsecutiveConnEstFailInfo includes the number of consecutive connection establishment failure for a cell.

VarConsecutiveConnEstFailInfo UE variable
-- ASN1START

VarConsecutiveConnEstFailInfo-r12 ::=

SEQUENCE {


consecutiveConnEstFailNumber-r12

INTEGER ::= (0..8)
}

-- ASN1STOP

–
VarLogMeasConfig
The UE variable VarLogMeasConfig includes the configuration of the logging of measurements to be performed by the UE while in RRC_IDLE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

VarLogMeasConfig UE variable
-- ASN1START

VarLogMeasConfig-r10 ::=



SEQUENCE {


areaConfiguration-r10


AreaConfiguration-r10

OPTIONAL,


loggingDuration-r10



LoggingDuration-r10,


loggingInterval-r10



LoggingInterval-r10

}

VarLogMeasConfig-r11 ::=

SEQUENCE {


areaConfiguration-r10


AreaConfiguration-r10

OPTIONAL,


areaConfiguration-v1130


AreaConfiguration-v1130

OPTIONAL,


loggingDuration-r10



LoggingDuration-r10,


loggingInterval-r10



LoggingInterval-r10

}

-- ASN1STOP

–
VarLogMeasReport
The UE variable VarLogMeasReport includes the logged measurements information.

VarLogMeasReport UE variable
-- ASN1START

VarLogMeasReport-r10 ::=



SEQUENCE {


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10


OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


plmn-Identity-r10




PLMN-Identity,


absoluteTimeInfo-r10



AbsoluteTimeInfo-r10,


logMeasInfoList-r10




LogMeasInfoList2-r10

}

VarLogMeasReport-r11 ::=


SEQUENCE {


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10

OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


plmn-IdentityList-r11



PLMN-IdentityList3-r11,


absoluteTimeInfo-r10



AbsoluteTimeInfo-r10,


logMeasInfoList-r10




LogMeasInfoList2-r10

}

LogMeasInfoList2-r10 ::=



SEQUENCE (SIZE (1..maxLogMeas-r10)) OF LogMeasInfo-r10

-- ASN1STOP

–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

NOTE:
The amount of measurement configuration information, which a UE is required to store, is specified in subclause 11.1. If the number of frequencies configured for a particular RAT exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies of that RAT are measured. If the total number of frequencies for all RATs provided to the UE in the measurement configuration exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies/RATs are measured.
VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






INTEGER (-140..-44)




OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL

}

-- ASN1STOP

–
VarMeasReportList
The UE variable VarMeasReportList includes information about the measurements for which the triggering conditions have been met.

VarMeasReportList UE variable
-- ASN1START

VarMeasReportList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF VarMeasReport

VarMeasReport ::=




SEQUENCE {


-- List of measurement that have been triggered


measId







MeasId,


cellsTriggeredList




CellsTriggeredList



OPTIONAL,


numberOfReportsSent




INTEGER

}

CellsTriggeredList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CHOICE {


physCellIdEUTRA






PhysCellId,


physCellIdUTRA






CHOICE {



fdd









PhysCellIdUTRA-FDD,



tdd









PhysCellIdUTRA-TDD


},


physCellIdGERAN






SEQUENCE {



carrierFreq







CarrierFreqGERAN,



physCellId







PhysCellIdGERAN


},


physCellIdCDMA2000





PhysCellIdCDMA2000

}

-- ASN1STOP

–
VarMobilityHistoryReport

The UE variable VarMobilityHistoryReport includes the mobility history information.

-- ASN1START

VarMobilityHistoryReport-r12 ::=
VisitedCellInfoList-r12

-- ASN1STOP
–
VarRLF-Report
The UE variable VarRLF-Report includes the radio link failure information or handover failure information.

VarRLF-Report UE variable
-- ASN1START

VarRLF-Report-r10 ::=



SEQUENCE {


rlf-Report-r10






RLF-Report-r9,


plmn-Identity-r10





PLMN-Identity

}

VarRLF-Report-r11 ::=



SEQUENCE {


rlf-Report-r10





RLF-Report-r9,


plmn-IdentityList-r11



PLMN-IdentityList3-r11

}

-- ASN1STOP

–
VarShortMAC-Input
The UE variable VarShortMAC-Input specifies the input used to generate the shortMAC-I.

VarShortMAC-Input UE variable
-- ASN1START

VarShortMAC-Input ::=




SEQUENCE {


cellIdentity






CellIdentity,


physCellId







PhysCellId,


c-RNTI








C-RNTI

}

-- ASN1STOP

	VarShortMAC-Input field descriptions

	cellIdentity

Set to CellIdentity of the current cell.

	c-RNTI

Set to C-RNTI that the UE had in the PCell it was connected to prior to the failure.

	physCellId

Set to the physical cell identity of the PCell the UE was connected to prior to the failure.


–
Multiplicity and type constraint definitions

This section includes multiplicity and type constraints applicable (only) for UE variables.

-- ASN1START

maxLogMeas-r10



INTEGER ::= 4060-- Maximum number of logged measurement entries












--  that can be stored by the UE

-- ASN1STOP

–
End of EUTRA-UE-Variables
-- ASN1START

END

-- ASN1STOP
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