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	Other comments:
	


–
VisitedCellInfoList
The IE VisitedCellInfoList includes the mobility history information of maximum of 16 most recently visited cells or time spent outside E-UTRA. The most recently visited cell is stored first in the list. The list includes cells visited in RRC_IDLE and RRC_CONNECTED states.
VisitedCellInfoList information element
-- ASN1START

VisitedCellInfoList-r12 ::=
SEQUENCE (SIZE (1..maxCellHistory-r12)) OF VisitedCellInfo-r12

VisitedCellInfo-r12 ::=



SEQUENCE {


visitedCellId-r12




CHOICE {



cellGlobalId-r12





CellGlobalIdEUTRA,



pci-arfcn-r12






SEQUENCE {




physCellId-r12






PhysCellId,




carrierFreq-r12






ARFCN-ValueEUTRA-r9


}


}















OPTIONAL,


timeSpent-r12





INTEGER (0..4095)

}

-- ASN1STOP

	VisitedCellInfoList field descriptions

	timeSpent

This field indicates the duration of stay in the cell or outside E-UTRA approximated to the closest second. If the duration of stay exceeds 4095s, the UE shall set it to 4095s. 


/===============================The following is for reference=================/

–
ARFCN-ValueEUTRA
The IE ARFCN-ValueEUTRA is used to indicate the ARFCN applicable for a downlink, uplink or bi-directional (TDD) E-UTRA carrier frequency, as defined in TS 36.101 [42]. If an extension is signalled using the extended value range (as defined by IE ARFCN-ValueEUTRA-v9e0), the UE shall only consider this extension (and hence ignore the corresponding original field, using the value range as defined by IE ARFCN-ValueEUTRA i.e. without suffix, if signalled). In dedicated signalling, E-UTRAN only provides an EARFCN corresponding to an E-UTRA band supported by the UE.
ARFCN-ValueEUTRA information element
-- ASN1START

ARFCN-ValueEUTRA ::=



INTEGER (0..maxEARFCN)

ARFCN-ValueEUTRA-v9e0 ::=


INTEGER (maxEARFCN-Plus1..maxEARFCN2)

ARFCN-ValueEUTRA-r9 ::=



INTEGER (0..maxEARFCN2)

-- ASN1STOP

NOTE:
For fields using the original value range, as defined by IE ARFCN-ValueEUTRA i.e. without suffix, value maxEARFCN indicates that the E-UTRA carrier frequency is indicated by means of an extension. In such a case, UEs not supporting the extension consider the field to be set to a not supported value.

