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5.8.5.2
Initiation

An MBMS capable UE in RRC_CONNECTED may initiate the procedure in several cases including upon successful connection establishment, upon entering or leaving the service area, upon session start or stop, upon change of interest, upon change of priority between MBMS reception and unicast reception or upon change to a PCell broadcasting SystemInformationBlockType15.

Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType15 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType15 for the PCell;

2>
if the UE did not transmit an MBMSInterestIndication message since last entering RRC_CONNECTED state; or

2>
if since the last time the UE transmitted an MBMSInterestIndication message, the UE connected to a PCell not broadcasting SystemInformationBlockType15:

3> if the set of MBMS frequencies of interest, determined in accordance with 5.8.5.3, is not empty:

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
else:

3>
if the set of MBMS frequencies of interest, determined in accordance with 5.8.5.3, has changed since the last transmission of the MBMSInterestIndication message; or

3>
if the prioritisation of reception of all indicated MBMS frequencies compared to reception of any of the established unicast bearers has changed since the last transmission of the MBMSInterestIndication message:

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

NOTE:
The UE may send an MBMSInterestIndication even when it is able to receive the MBMS services it is interested in i.e. to avoid that the network allocates a configuration inhibiting MBMS reception.

NOTE 2;
After the MBMSInterestIndication message is acknowledged by the network and at every subsequent SCell addition/release/activation/deactivation, if no SCell is activated on one or more frequencies indicated by the UE, the UE may initiate or continue MBMS operation on these frequencies as if a SCell would be activated on these frequencies according to the signalled supportedBandCombination,  interFreqNeedForGaps and following the requirements for PCell interruption in [16].
