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	Reason for change:
	In the procedure of MBMS service suspension, once the UE noticed that it will no longer be able to receive the service via MBMS, it will trigger the unicast bearer setup by upper layer to continue receiving the service over unicast. The UE will undergo a service interruption before the unicast bearer is ready. 

	
	

	Summary of change:
	The UE which requires service continuity from multicast to unicast could trigger unicast bearer setup as well as continue receiving the MBMS service from MRB after the MBMS service is excluded from MCCH message due to MBMS suspension to avoid service interruption due to the delay of unicast bearer setup. The UE may keep the MRB until concerned MBMS service is removed from MSI or the unicast bearer is established. 

	
	

	Consequences if not approved:
	In the procedure of MBMS service suspension, The UE will undergo a service interruption before the unicast bearer is ready.
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5.8.3.2
Initiation

The UE applies the MRB establishment procedure to start receiving a session of a service it has an interest in. The procedure may be initiated e.g. upon start of the MBMS session, upon (re-)entry of the corresponding MBSFN service area, upon becoming interested in the MBMS service, upon removal of UE capability limitations inhibiting reception of the concerned service.
The UE applies the MRB release procedure to stop receiving a session. The procedure may be initiated e.g. upon stop of the MBMS session, upon leaving the corresponding MBSFN service area, upon losing interest in the MBMS service, when capability limitations start inhibiting reception of the concerned service. Upon stop of the MBMS session the UE may keep the MRB until concerned MBMS service is removed from MSI or request by application layer.









