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	Reason for change:
	While the maximum PDCP PDU size is 8190 bytes, the length of the LI field in the RLC protocol is currently limited to 11 bits which means that the LI only supports concatenation of RLC SDU’s (PDCP PDU’s) up to 2047 bytes in size. Consequently, if RLC SDU’s are larger than 2047 bytes, then it will not be possible to concatenate RLC SDU’s and therefore only one RLC SDU can be sent per RLC PDU which may lead to RLC window stall for PDCP PDU’s larger than 2047 bytes.

	
	

	Summary of change:
	Added capability for 15 bit LI. This change enables the configuration of 15 bit LI via an extended LI field. If this field is set to true then 15 bit LI is used, else legacy 11 bit LI is used.
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	The peak up and downlink throughput will be severly limited by RLC window stalling for RLC SDU sizes larger than 2047 bytes.
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Start of modified section
4.3.1.4
supportRohcContextContinue
This field defines whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon handover.
4.3.2
RLC parameters

4.3.2.1
Void
4.3.2.x
extended-RLC-LI-Field-r12
This field defines whether the UE supports 15 bit RLC Length Indicator (LI) as specified in [3].
4.3.3
Void

4.3.4
Physical layer parameters

4.3.4.1
ue-TxAntennaSelectionSupported
This  field defines whether the UE supports transmit antenna selection.

End of modified section
