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8
Logged measurements

The UE may be configured to perform logging of measurement results in RRC_IDLE mode with the LoggedMeasurementsConfiguration message as specified in TS 36.331 [3]. This configuration is valid while the logging duration timer is running.

If the configuration of logged measurements is valid, the UE shall perform logging of measurement results if all of the following conditions are met:

-
The UE is in camped normally state in RRC_IDLE mode;

-
The RPLMN of the UE is the same as the RPLMN at the point of time of LoggedMeasurementConfiguration message reception, or is present in the plmn-IdentityList (see TS 36.331 [3]) if configured;
-
The UE is camped on a cell belonging to the areaConfiguration (see TS 36.331 [3]), if configured;

-
The UE is camped on the RAT where the logged measurement configuration was received;
-
The UE is receiving MBMS via one or more MRB, if mbms-LoggingConfiguration (see TS 36.331 [3]) is configured;
-
The UE is receiving MBMS via one or more MRB on a MBSFN area indicated in mdt-Mbsfn-AreaRestrictionList (see TS 36.331 [3]), if configured.
Otherwise, the logging of measurement results shall be suspended.

NOTE:
Even if logging of measurement results is suspended, the logging duration timer and time stamp will continue, and the logged measurement configuration and corresponding log are kept.
************************** Text omitted **************************









