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1. Overall Description:

For MBSFN MDT, RAN2 has reached following agreements.

On MDT type:

· Both signalling based MDT and management based MDT are supported for MBSFN measurements
· Immediate MDT for MBSFN measurements is not supported

· Logged MDT for MBSFN measurement is supported in both RRC_IDLE and RRC_CONNECTED

· A new UE E-UTRA capability bit is defined for logged MDT for MBSFN measurement
On MBSFN measurement reporting

· Existing UE Information Request/Response procedure is extended to include MBSFN measurements

· New indicator is defined for UE to indicate availability of MBSFN measurement log

· New indicator is defined for eNB to request MBSFN measurement log

On MBSFN measurement

· UE is required to perform MBSFN RSRP, MBSFN RSRQ and MCH BLER only when it is receiving on a MBSFN area
· UE logs serving cell and optionally neighbour cells measurements together with MBSFN measurements; the serving cell refers to the cell which the UE is receiving MDT configured MBSFN area from

· When UE is in RRC_CONNECTED, the available measurement results for the dedicated signalling configured measurement objects is included into measResultNeighCells
On MBSFN measurement configuration
· MBSFN measurements for logged MDT can be configured by either DCCH or MCCH

· Configuration by DCCH is achieved by adding mbms-ResultToLog into loggedMeasurementConfiguration message of existing MDT; eNB checks UE capability and user consent for MDT when configuring MBSFN measurements for logged MDT

· Configuration via MCCH is achieved by broadcasting MBSFN measurement configuration on a new MCCH message: loggedMBSFNMeasurementConfiguration with same parameter as the extended loggedMeasurementConfiguration; UE ignores the MBSFN measurement configuration if it doesn’t have user consent with the network for MDT or there is on ongoing MDT; UE receives user consent for MDT from RRCConnectionReconfiguration message.
2. Actions:
To RAN3 and RAN4:

ACTION: RAN2 respectfully asks RAN3 and RAN4 to take above agreement into consideration in developing RAN3 and RAN4 standards for MBSFN measurements
3. Date of Next RAN2 Meetings:

RAN2-87
18 Aug – 22 Aug 2014
Dresden, Germany
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