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1 Introduction
This paper discusses supported NW configurations for mode of operations in each RRC state, in order to clarify what are possible network configuration and corresponding UE mode of operations.
2 Discussion

2.1 Connected mode configuration for normal cases
Proposal 1
Support the following dedicated configurations for UE’ D2D operation during RRC_CONNECTED:
·  
#1: 
UE in RRC_CONNECTED is configured to operate in mode1 while in normal cases in RRC_CONNECTED  
· 
#2: 
UE in RRC_CONNECTED is configured to operate in mode2 while in normal cases in RRC_CONNECTED

Proposal 2
Support the following dedicated configurations for UE’s D2D operation during RRC_IDLE:
·  
#3: 
UE in RRC_CONNECTED is configured to operate in mode2 while in normal cases in RRC_IDLE 

Proposal 3
Discuss whether the following dedicated configuration should be supported:
· 
#4: 
UE in RRC_CONNECTED operates in mode1&mode2 in normal cases

2.2 Connected mode configuration for exceptional cases

Proposal 4
Support the following dedicated configurations (depending on whether exceptional cases are defined for each RRC state):
· 
#5: 
UE in RRC_CONNECTED is configured to operate in mode2 while in exceptional cases in RRC_CONNECTED

· 
#6: 
UE in RRC_CONNECTED is configured to operate in mode2 while in exceptional cases in RRC_IDLE

2.3 Idle mode configuration for normal cases

Proposal 5
Support the following broadcast configurations:
· 
#7:

UE in RRC_IDLE is configured to operate in mode2 while in RRC_IDLE without entering RRC_CONNECTED
· 
#8: 
UE in RRC_IDLE is configured to enter RRC_CONNECTED to initiate D2D transmission
2.4 Idle mode configuration for exceptional cases
Proposal 6
Discuss whether the following broadcast configuration should be supported (depending on whether exceptional cases are defined for RRC_IDLE) :
· 
#9: 
UE in RRC_IDLE is configured to operates in mode2 in exceptional cases
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