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1. Overall Description:

RAN1 discussed discovery signal details under the work item of small cell enhancements-physical layer aspects, and the following agreements were achieved.
Agreements:
· For the purpose of DRS based measurements, the UE shall only assume the presence of signals of the DRS.
· For both intra- and inter- frequency measurement, if a UE is configured with only DRS-based measurements reporting on a given carrier frequency, and UE is not configured with an activated serving cell on that carrier frequency, the UE shall (should) not assume the presence of any signal and channel except for DRS in the DMTC (DRS measurement timing configuration) duration.
· For DRS,

· Scrambling ID of PSS/SSS/CRS is PCID

· Scrambling ID of CSI-RS may be different from PCID

· TP identification may be represented by e.g., CSI-RS RE configuration, Scrambling ID, Subframe offset, cover code or their combination.
· FFS on details

· DRS can only be transmitted on a DL subframe or DwPTS region of subframes.
· For DRS-based measurement, a UE assumes that 
· A DRS occasion for a cell consists of

· One instance of PSS/SSS per Rel-8
· CRS is transmitted at least in the same subframe(s) as PSS/SSS
· A DRS occasion can comprise multiple CSI-RS RE configurations

· The different CSI-RS configurations may be in the same or different subframe(s)

· The different CSI-RS configurations may be scrambled independently

· Relative subframe offset between SSS and one CSI-RS RE configuration
· FFS between variable or fixed within 5 msec relative to subframe of SSS

· A DRS occasion for a cell comprises N consecutive subframes (N <= 5)

· FFS on DRS transmission on MBSFN subframe, if so, how

· FFS between

· One or more subframes among N subframes may not carry any DRS signal (i.e., either CRS or CSI-RS)
· All DL subframes carry DRS signal

· A DRS occasion for a cell is transmitted every M ms

· Candidate values for M are 40, 80, 160, FFS on other values
· Note: RAN1 design does not assume any requirements of the number of detectable cells using DRS.
2. Actions:

RAN1 kindly asks RAN2 and RAN4 to take the above into account for future discussion on the work item of small cell enhancements-physical layer aspect.
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