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	***************************First modified subclause**************************


5.3.3.6
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
if  the UE supports RRC Connection Establishment failure temporary Qoffset and T300 has expired a consecutive connEstFailCount times on the same cell for which txFailParams is included in SystemInformationBlockType2:

3>
for a period as indicated by connEstFailOffsetValidity, or until the UE is unable to find any suitable cell for a period of time as specified in TS 36.133[16], whichever is earlier:
4>
use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 36.304 [4] and TS 25.304 [40];
2>
store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:

3>
clear the information included in VarConnEstFailReport, if any;

3>
set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

3>
set the failedCellId to the global cell identity of the cell where connection establishment failure is detected;
3>
set the measResultFailedCell to include the RSRP and RSRQ, if available, of the cell where connection establishment failure is detected and based on measurements collected up to the moment the UE detected the failure;

3>
if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:

4>
for each neighbour cell included, include the optional fields that are available;

NOTE:
The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

3>
if detailed location information is available, set the content of the locationInfo as follows:

4>
include the locationCoordinates;

4>
include the horizontalVelocity, if available;

3>
set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the failed random access procedure;
3>
set contentionDetected to indicate whether contention resolution was not successful as specified in TS 36.321 [6] for at least one of the transmitted preambles for the failed random access procedure;

3>
set maxTxPowerReached to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6];
2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

The UE may discard the connection establishment failure information, i.e. release the UE variable VarConnEstFailReport, 48 hours after the failure is detected, upon power off or upon detach.

	***************************Next modified subclause**************************


–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v12xy


RACH-ConfigCommon-v12xy

OPTIONAL
-- Need OR


]]

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon


OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130



OPTIONAL
-- Cond TDD3


]]

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10





SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max





OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,


-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}
















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond UL



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130


OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130
OPTIONAL
-- Cond UL

]]

}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}
-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to IE AdditionalSpectrumEmissionSCell are defined in TS 36.101 [42].

	defaultPagingCycle

Default paging cycle, used to derive ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8 and n16 corresponds to value 16.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on.

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power according to the UE capability.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	UL-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.


	***************************next modified subclause**************************


–
RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the generic random access parameters.

RACH-ConfigCommon information element
-- ASN1START

RACH-ConfigCommon ::=

SEQUENCE {


preambleInfo





SEQUENCE {



numberOfRA-Preambles



ENUMERATED {













n4, n8, n12, n16 ,n20, n24, n28,













n32, n36, n40, n44, n48, n52, n56,













n60, n64},



preamblesGroupAConfig



SEQUENCE {




sizeOfRA-PreamblesGroupA


ENUMERATED {














n4, n8, n12, n16 ,n20, n24, n28,














n32, n36, n40, n44, n48, n52, n56,














n60},




messageSizeGroupA




ENUMERATED {b56, b144, b208, b256},




messagePowerOffsetGroupB


ENUMERATED {














minusinfinity, dB0, dB5, dB8, dB10, dB12,














dB15, dB18},




...



}


OPTIONAL












-- Need OP


},


powerRampingParameters



PowerRampingParameters,


ra-SupervisionInfo




SEQUENCE {



preambleTransMax




PreambleTransMax,



ra-ResponseWindowSize



ENUMERATED {













sf2, sf3, sf4, sf5, sf6, sf7,













sf8, sf10},



mac-ContentionResolutionTimer

ENUMERATED {













sf8, sf16, sf24, sf32, sf40, sf48,













sf56, sf64}


},


maxHARQ-Msg3Tx





INTEGER (1..8),


...

}

RACH-ConfigCommonSCell-r11 ::=

SEQUENCE {


powerRampingParameters-r11



PowerRampingParameters,


ra-SupervisionInfo-r11




SEQUENCE {



preambleTransMax-r11




PreambleTransMax


},


...

}

RACH-ConfigCommon-v12xy ::=

SEQUENCE {

txFailParams-r12 



SEQUENCE {



connEstFailCount-r12




ENUMERATED {n1, n2, n3, n4},



connEstFailOffsetValidity-r12


ENUMERATED {s30, s60, s120, s240, 














s300, s420, s600, s900},



connEstFailOffset-r12




INTEGER (0..15)

OPTIONAL
-- Need OP

}
}

PowerRampingParameters ::=


SEQUENCE {


powerRampingStep




ENUMERATED {dB0, dB2,dB4, dB6},


preambleInitialReceivedTargetPower
ENUMERATED {












dBm-120, dBm-118, dBm-116, dBm-114, dBm-112,












dBm-110, dBm-108, dBm-106, dBm-104, dBm-102,












dBm-100, dBm-98, dBm-96, dBm-94,












dBm-92, dBm-90}

}

PreambleTransMax ::=



ENUMERATED {












n3, n4, n5, n6, n7,
n8, n10, n20, n50,












n100, n200}

-- ASN1STOP

	RACH-ConfigCommon field descriptions

	mac-ContentionResolutionTimer

Timer for contention resolution in TS 36.321 [6]. Value in subframes. Value sf8 corresponds to 8 subframes, sf16 corresponds to 16 subframes and so on.

	maxHARQ-Msg3Tx

Maximum number of Msg3 HARQ transmissions in TS 36.321 [6], used for contention based random access. Value is an integer.

	messagePowerOffsetGroupB

Threshold for preamble selection in TS 36.321 [6]. Value in dB. Value minusinfinity corresponds to –infinity. Value dB0 corresponds to 0 dB, dB5 corresponds to 5 dB and so on.

	messageSizeGroupA

Threshold for preamble selection in TS 36.321 [6]. Value in bits. Value b56 corresponds to 56 bits, b144 corresponds to 144 bits and so on.

	numberOfRA-Preambles

Number of non-dedicated random access preambles in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	powerRampingStep

Power ramping factor in TS 36.321 [6]. Value in dB. Value dB0 corresponds to 0 dB, dB2 corresponds to 2 dB and so on.

	preambleInitialReceivedTargetPower

Initial preamble power in TS 36.321 [6]. Value in dBm. Value dBm-120 corresponds to -120 dBm, dBm-118 corresponds to -118 dBm and so on.

	preamblesGroupAConfig

Provides the configuration for preamble grouping in TS 36.321 [6]. If the field is not signalled, the size of the random access preambles group A [6] is equal to numberOfRA-Preambles.

	preambleTransMax

Maximum number of preamble transmission in TS 36.321 [6]. Value is an integer. Value n3 corresponds to 3, n4 corresponds to 4 and so on.

	connEstFailCount

Number of times that the UE detects T300 expiry on the same cell before applying connEstFailOffset. 

	connEstFailOffsetValidity
Amount of time that the UE applies connEstFailOffset before removing the offset from evaluation of the cell. Value s30 corresponds to 30 seconds, s60 corresponds to 60 seconds, and so on.

	connEstFailOffset

Parameter “Qoffsettemp” in TS 36.304 [4]. If the field is not present the value of infinity shall be used for “Qoffsettemp”.

	ra-ResponseWindowSize

Duration of the RA response window in TS 36.321 [6]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	sizeOfRA-PreamblesGroupA

Size of the random access preambles group A in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.


