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1 Introduction

The purpose of this email discussion is to address the following points (as captured by RAN2 chairman).

[86#25][Joint/IncMon] Running 36.331 CR (Ericsson)

-     Incorporate agreements on extended measurement IDs (see AI 7.9) 

-     Incorporate basic signalling for performance groups (see AI 5.3)

=>  Intended outcome: Running 36.331 CR to next meeting

Agreements from AI 7.9:

	Agreements
In IDLE mode.
1    The broadcast signalling may include for each EUTRA/UTRA carrier that it belongs to the low performance group. The corresponding fields should be included in the SIB5 for E-UTRA carriers and in SIB6 for UTRA carriers.

In CONNECTED.

5    An explicit indication of the performance group (low performance group) a carrier belongs to is signalled for each carrier in the MeasObjectEUTRA or MeasObjectUTRA.

 


Agreements from AI 5.3:
	Agreements
1    For inter-freq cell re-selection, the total supported inter-freq number is extended to 16 from 8, i.e. the maxFreq shall be 16.
2    The number of measurement id is extended to 64 from 32, i.e. the maxMeasId shall be 64. 

 


2 Email discussion result
Two companies (Ericsson and Samsung) contributed to the email discussion
Based on the input, the rapporteur (Ericsson) provided a “running 36.331 CR” in [1].

In addition to the agreements from RAN2#86, this running CR also introduces a “scaling factor” as agreed by RAN4 [2].
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