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4.3.6
Measurement parameters

4.3.6.1
interFreqNeedForGaps and interRAT-NeedForGaps
These fields define for each supported E-UTRA band whether measurement gaps are required to perform inter-frequency measurements on each supported E-UTRA radio frequency band and inter-RAT measurements on each supported RAT/band combination. A UE also indicates for each band combination as in the supportedBandCombination whether measurement gaps are required to perform inter-frequency measurements on each supported E-UTRA radio frequency band and inter-RAT measurements on each supported RAT/band combination.

4.3.6.2
rsrqMeasWideband
This field defines whether the UE can perform RSRQ measurements in RRC_IDLE and RRC_CONNECTED with wider bandwidth as specified in TS 36.133 [16].

4.3.6.3
timerT312
This field defines whether the UE supports T312 as specified in TS 36.331 [5].
4.3.6.4
alternativeTimeToTrigger
This field defines whether the UE supports alternativeTimeToTrigger as specified in TS 36.331 [5].

	***************************Next modified subclause**************************


6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

6.11
Mobility state features
6.11.1
Mobility state reporting

It is optional for UE to support the mobility state reporting as specified in TS 36.331 [5].

6.11.2
Mobility history information storage
It is optional for UE to support the storage of mobility history information as specified in TS 36.331 [5].
