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---------------------------------------------------- First Change -------------------------------------------------------------------------
10.2.2
Message definitions

……
–
UERadioAccessCapabilityInformation
This message is used to transfer UE radio access capability information, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioAccessCapabilityInformation message
-- ASN1START

UERadioAccessCapabilityInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioAccessCapabilityInformation-r8













UERadioAccessCapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioAccessCapabilityInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

OCTET STRING (CONTAINING UECapabilityInformation),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UERadioAccessCapabilityInformation field descriptions

	ue-RadioAccessCapabilityInfo

Including E-UTRA, GERAN, and CDMA2000-1xRTT Bandclass radio access capabilities (separated). UTRA radio access capabilities are not included.


–
UERadioPagingInformation
This message is used to transfer radio paging information required by low complexity UE, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioPagingInformation message
-- ASN1START

UERadioPagingInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioPagingInformation-r12


UERadioPagingInformation-r12-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioPagingInformation-r12-IEs ::= SEQUENCE {


ue-RadioPagingInfo




OCTET STRING (Containing UE-RadioPagingInfo),

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

---------------------------------------------------- End of First Change ------------------------------------------------------------------
---------------------------------------------------- End of Second Change ---------------------------------------------------------------
10.3
Inter-node RRC information element definitions

–
UE-RadioPagingInfo
The UE-RadioPagingInfo IE contains information needed for paging of low complexity UE.

UECategory information element
-- ASN1START

UE-RadioPagingInfo ::=

SEQUENCE
(



ue-Category-v12xy



INTEGER (0)


OPTIONAL,

...

}

-- ASN1STOP

---------------------------------------------------- End of Second Change --------------------------------------------------------------
