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	Reason for change:
	To introduce the optional features of 3GPP-WiFi radio interworking WI. This interworking can be split into the following features:
1.  Reading of SIB 17 and forwarding of RAN assistance parameters and measurement results of access network selection and traffic steering rules specified in TS24.312 to higher layers
2.  Support of RAN rules defined in TS36.304

3. Support of dedicated RAN assistance parameters.

For the first 2 bullets,they can be considered as optional features without radio access capability parameters in TS36.306. For the third bullet, a capability bit needs to be provided to follow the principle that network will only send configuration that are supported by the UE in RRC Connected.

	
	

	Summary of change:
	Based on the above, a capability bit is added for the support of dedicated RAN assistance parameters and optional features without radio access capability parameters is introduced for the RAN rules defined in TS36.304 and another for reading SIB 17 and other procedures defined in TS36.331. 

	
	

	Consequences if not approved:
	The specification will not be complete

	
	

	Clauses affected:
	4.3.15, 6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.3.15
Other parameters
…..

4.3.15.X
DedicatedWLANSupport-r12

This parameter defines whether the UE support dedicated RAN assistance parameters as specified in TS 36.331 [5].
……

6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

….

6.x      RAN assisted WLAN interworking features

It is optional for UE to support RAN assisted WLAN interworking procedures as specified in TS 36.331 [5]. Such procedures include reading SIB 17 and forwarding of RAN assistance parameters, measured RSRP and RSRQ results and evaluation results related to RAN rules (if supported by UE) to higher layer.
6.y      Access network selection and traffic steering 
It is optional for UE to support the Access network selection and traffic steering rules as specified in TS 36.304 [14].
…..
