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1. Overall Description:

RAN1 has defined a new type of half-duplex FDD operation applicable to the new low-complexity UE category 0. TS 36.211 will refer to the legacy type of operation as ‘type A’ and the new type of operation as ‘type B’ in the following way:
6.2.5
Guard period for half-duplex FDD operation

For type A half-duplex FDD operation, a guard period is created by the UE by 
· not receiving the last part of a downlink subframe immediately preceding an uplink subframe from the same UE.

For type B half-duplex FDD operation, guard periods, each referred to as a half-duplex guard subframe, are created by the UE by
· not receiving a downlink subframe immediately preceding an uplink subframe from the same UE, and
· not receiving a downlink subframe immediately following an uplink subframe from the same UE.
The following text proposals are provided to facilitate the incorporation of the definition and setting for the new parameter ‘Half-duplex FDD operation type’ in TS 36.306.

Text proposal for TS 36.306 section 4.1:

Table 4.1-5: Half-duplex FDD operation type set by the field ue-Category for a half-duplex FDD capable UE
	UE Category
	Half-duplex FDD operation type

	Category 0
	Type B

	Category 1
	Type A

	Category 2
	Type A

	Category 3
	Type A

	Category 4
	Type A

	Category 5
	Type A

	Category 6
	Type A

	Category 7
	Type A

	Category 8
	Type A

	Category 9
	Type A

	Category 10
	Type A


Text proposal for TS 36.306 section 4.2:

4.2.5
Half-duplex FDD operation type

This parameter defines the type of half-duplex FDD operation for a half-duplex FDD capable UE. The half-duplex FDD operation type applies whenever the UE is in half-duplex FDD operation. The different types of half-duplex FDD operation are specified in [36.211].

2. Actions:

To RAN2
ACTION: 
RAN1 respectfully asks RAN2 to incorporate the ‘Half-duplex FDD operation type’ as indicated above in TS 36.306.
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