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[bookmark: _Toc383004237]
First modified section

4.3.7	Inter-RAT parameters
[bookmark: _Toc383004238]4.3.7.1	Support of UTRA FDD
This parameter defines whether the UE supports UTRA FDD.
A UE that supports UTRAN FDD shall support inter-RAT PS handover to UTRAN.
[bookmark: _Toc383004239]4.3.7.2	supportedBandListUTRA-FDD
Only applicable if the UE supports UTRA FDD. This field defines which UTRA FDD radio frequency bands are supported by the UE.
[bookmark: _Toc383004240]4.3.7.3	Support of UTRA TDD 1.28 Mcps
This parameter defines whether the UE supports UTRA TDD 1.28 Mcps.
A UE that supports UTRAN TDD 1.28 Mcps shall support inter-RAT PS handover to UTRAN.
[bookmark: _Toc383004241]4.3.7.4	supportedBandListUTRA-TDD128
Only applicable if the UE supports UTRA TDD 1.28 Mcps. This field defines which UTRA TDD 1.28 Mcps radio frequency bands are supported by the UE.
[bookmark: _Toc383004242]4.3.7.5	Support of UTRA TDD 3.84 Mcps
This parameter defines whether the UE supports UTRA TDD 3.84 Mcps.
A UE that supports UTRAN TDD 3.84 Mcps shall support inter-RAT PS handover to UTRAN.
[bookmark: _Toc383004243]4.3.7.6	supportedBandListUTRA-TDD384
Only applicable if the UE supports UTRA TDD 3.84 Mcps. This field defines which UTRA TDD 3.84 Mcps radio frequency bands are supported by the UE.
[bookmark: _Toc383004244]4.3.7.7	Support of UTRA TDD 7.68 Mcps
This parameter defines whether the UE supports UTRA TDD 7.68 Mcps.
A UE that supports UTRAN TDD 7.68 Mcps shall support inter-RAT PS handover to UTRAN.
[bookmark: _Toc383004245]4.3.7.8	supportedBandListUTRA-TDD768
Only applicable if the UE supports UTRA TDD 7.68 Mcps. This field defines which UTRA TDD 7.68 Mcps radio frequency bands are supported by the UE.
[bookmark: _Toc383004246]4.3.7.9	Support of GERAN
This parameter defines whether the UE supports GERAN.
[bookmark: _Toc383004247]4.3.7.10	supportedBandListGERAN
Only applicable if the UE supports GERAN. This field defines which GERAN radio frequency bands are supported by the UE.
[bookmark: _Toc383004248]4.3.7.11	interRAT-PS-HO-ToGERAN
Only applicable if the UE supports GERAN. This field defines whether the UE supports inter-RAT PS handover to GERAN.
[bookmark: _Toc383004249]4.3.7.12	Support of HRPD
This parameter defines whether the UE supports HRPD.
[bookmark: _Toc383004250]4.3.7.13	supportedBandListHRPD
Only applicable if the UE supports HRPD. This field defines which HRPD radio frequency bands are supported by the UE.
[bookmark: _Toc383004251]4.3.7.14	tx-ConfigHRPD
Only applicable if the UE supports HRPD. This field defines whether the UE supports single or dual transmitter. With dual transmitter, UE can transmit simultaneously on both E-UTRAN and HRPD.
[bookmark: _Toc383004252]4.3.7.15	rx-ConfigHRPD
Only applicable if the UE supports HRPD. This field defines whether the UE supports single or dual receiver. With dual receiver, UE can receive simultaneously on both E-UTRAN and HRPD.
[bookmark: _Toc383004253]4.3.7.16	Support of 1xRTT
This parameter defines whether the UE supports 1xRTT.
[bookmark: _Toc383004254]4.3.7.17	supportedBandList1XRTT
Only applicable if the UE supports 1xRTT. This field defines which 1xRTT radio frequency bands are supported by the UE.
[bookmark: _Toc383004255]4.3.7.18	tx-Config1XRTT
Only applicable if the UE supports 1xRTT. This field defines whether the UE supports single or dual transmitter. With dual transmitter, UE can transmit simultaneously on both E-UTRAN and 1xRTT.
[bookmark: _Toc383004256]4.3.7.19	rx-Config1XRTT
Only applicable if the UE supports 1xRTT. This field defines whether the UE supports single or dual receiver. With dual receiver, UE can receive simultaneously on both E-UTRAN and 1xRTT.
[bookmark: _Toc383004257]4.3.7.20	e-CSFB-1XRTT
Only applicable if the UE supports CDMA2000 1xRTT. This field defines whether the UE supports enhanced 1xRTT CS fallback.
[bookmark: _Toc383004258]4.3.7.21	e-CSFB-ConcPS-Mob1XRTT
Only applicable if the UE supports CDMA2000 1xRTT and CDMA2000 HRPD simultaneously. This field defines whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and handover/redirection to CDMA2000 HRPD.
[bookmark: _Toc383004259]4.3.7.22	e-RedirectionUTRA
This parameter defines whether the UE supports use of UTRA system information provided by RRCConnectionRelease upon redirection.
[bookmark: _Toc383004260]4.3.7.23	e-RedirectionGERAN
This parameter defines whether the UE supports use of GERAN system information provided by RRCConnectionRelease upon redirection.
A UE that supports CS fallback to GERAN shall support e-Redirection to GERAN.
[bookmark: _Toc383004261]4.3.7.24	dtm
This parameter defines whether the UE supports Dual Transfer Mode (DTM) in GERAN.
[bookmark: _Toc383004262]4.3.7.25	e-CSFB-dual-1XRTT
Only applicable if the UE supports CDMA2000 1xRTT, dual transmitter (i.e. UE can transmit simultaneously on both E-UTRAN and 1xRTT) and dual receiver (i.e. UE can receive simultaneously on both E-UTRAN and 1xRTT). This field defines whether the UE supports dual receiver/transmitter enhanced 1xRTT CS fallback (dual Rx/Tx e1xCSFB).
[bookmark: _Toc383004263]4.3.7.26	e-RedirectionUTRA-TDD
This parameter defines whether the UE supports redirection to multiple carrier frequencies both with and without using UTRA TDD system information for cells on multiple carrier frequencies provided by RRCConnectionRelease.
[bookmark: _Toc383004264]4.3.7.27	cdma2000-NW-Sharing-r11
Only applicable if the UE supports CDMA2000 1xRTT or CDMA2000 HRPD. This parameter defines whether the UE supports per PLMN CDMA2000 interworking in E-UTRAN shared networks as specified in [5].
[bookmark: _Toc383004265]4.3.7.28	mfbi-UTRA
This field is only applicable for a UE supporting UTRA FDD. It indicates if the UE supports the signalling requirements of multiple radio frequency bands in a UTRA FDD cell, as defined in TS 25.307 [20].
4.3.7.xx1	WLAN offloading support (without RAN assistance)
This parameter defines whether the UE supports 3GPP/WLAN offloading.
4.3.7.xx2	WLAN offloading support (RAN assistance parameters)
This parameter defines whether the UE supports 3GPP/WLAN offloading with assistance of RAN parameters, and whether this are supported in ANDSF and/or in RAN rules.
4.3.7.xx3	WLAN offloading support (RAN assistance parameters for E-UTRAN serving cell)
This parameter defines whether the UE supports the E-UTRAN serving cell RAN assistance parameters. 
4.3.7.xx4	WLAN offloading support (RAN assistance parameters for WLAN radio metrics)
This parameter defines whether the UE supports WLAN Radio metrics (RSNI, RCPI) RAN assistance parameters.
4.3.7.xx5	WLAN offloading support (RAN assistance parameters for WLAN channel utilization and backhaul)
This parameter defines whether the UE supports WLAN channel utilization and backhaul RAN assistance parameters.


