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10.3.3.25
Physical channel capability
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. 

Values 13...64 are spares.

See Note 5.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6.
	REL-7

	>>>HS-DSCH physical layer category extension 2
	OP
	
	Integer

(21..24)
	As defined in [35].

See Note 12. Absence of this IE means that dual cell operation is not supported.
	REL-8

	>>>HS-DSCH physical layer category extension 3
	OP
	
	Integer

(25..28)
	As defined in [35].

See Note 13. Absence of this IE means that dual cell operation is not supported with MIMO.
	REL-9

	>>>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 16.

Absence of this IE means the multi-cell operation on three cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 17.

Absence of this IE means the multi-cell operation on four cells is not supported.
	REL-10

	>>>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 18.

Absence of this IE means the multi-cell operation on five and /or six cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 19.

Absence of this IE means the multi-cell operation on seven and/or eight cells is not supported.
	REL-11

	>>>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 20.

Absence of this IE means the MIMO mode with four transmit antennas operation is not supported.
	REL-11

	>>>HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	>>>Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	>>>HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	>>>Target Cell Pre-Configuration
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCH reception in target cell
	REL-8

	>>>Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation
	REL-8

	>>>Support of MIMO only with single stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO only with single stream restriction.
	REL-9

	>>> Non-contiguous multi-cell with MIMO
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports non-contiguous multi-cell with MIMO in the frequency bands where it supports non-contiguous multi-cell operation.
	REL-11

	>>>Support of MIMO mode with four transmit antennas only with dual stream restriction
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE supports MIMO mode with four transmit antennas operation only with dual stream restriction.
	REL-11

	>>>Support of NodeB triggered HS-DPCCH transmission
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support NodeB triggered HS-DPCCH transmission
	REL-11

	>>>Support of HS-DSCH DRX operation with second DRX cycle
	OP 
	
	Enumerated (TRUE) 
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation with second DRX cycle in CELL_FACH state. 
	REL-11 

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Enhanced Downlink DRX
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced Downlink DRX.
	REL-12

	>HS-DPCCH overhead reduction for multi-RAB with DCH
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DPCCH overhead reduction for multi-RAB with DCH.
	REL-12

	>HS-DPCCH overhead reduction for coverage enhancement for multi-RAB with DCH
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DPCCH overhead reduction for coverage enhancement for multi-RAB with DCH.
	REL-12

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. Values 16...64 are spares.

See Note 8.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..64)
	As defined in [35].

See Note 6.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category
	OP
	
	Integer

(1..64)
	As defined in [35].

Absent if downlink multiple carrier is not supported. Values 45...64 are spares.

See Note 10.
	REL-7

	>>>Multi-carrier HS-DSCH physical layer category extension
	OP
	
	Integer (1..36)
	As defined in [35].

Absent if downlink multiple carrier is not supported. 

See Note 11.
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category extension2
	OP
	
	Integer (37..64)
	This IE shall be used if the Multi-carrier HS-DSCH physical layer category is larger than 36. 
Values 45...64 are spares.
See Note 11.
	REL-10

	>>>Support of SF Mode For HS-PDSCH dual stream
	OP
	
	Enumerated (SF1, SF1/SF16)
	For,1.28 Mcps TDD only

The absence of this IE indicates that the UE does not support MIMO.
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35] in Rel-6

Values 7 to 16 are spares.

See Note 4.
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].

See Note 14. Absence of this IE means that Dual Cell E-DCH operation is not supported.
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer

(10..12)
	As defined in [35]. See Note 21.

Absence of this IE means that neither 64 QAM in the uplink nor UL MIMO operation is supported.
	REL-11

	>>>DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	>>>Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	>Access Control in Connected mode
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support control of DTCH transmissions in CELL_FACH and CELL_PCH.
	REL-12

	>Enhanced EUL TTI switching
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced EUL TTI switching.
	REL-12

	>Implicit Grant handling
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Implicit Grants on the Secondary Uplink frequency.
	REL-12

	>Enhanced Secondary Uplink Carrier operation
	CV-not_IRAT_HO
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced Secondary Uplink Carrier operation.
	REL-12

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2,
	
	REL-4

	
	
	
	3, 4)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..6)
	As defined in [35]

In case of multi-carrier E-DCH, this IE indicates the capability for each single carrier.
	REL-7

	>>>Multi-carrier E-DCH physical layer category
	OP
	
	Integer (1..8)
	As defined in [35]
Absent if multiple carrier E-DCH is not supported.

See Note 15.
	REL-10

	>>>Maximum number of Carriers for Multi-carrier E-DCH 
	OP
	
	Enumerated (nf-2, nf-3, nf-6)
	One spare value is needed.
	REL-10

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 1: 
Void.

	NOTE 2: 
Void.

	NOTE 3: 
Void.

	NOTE 4: 
All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6.

	NOTE 5:
All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 7:
Void

	NOTE 8:
All UEs supporting HS-DSCH should signal a category between 1 and 15 for this IE even if the UE physical capability category is above 15. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 9:
Void.

	NOTE 10:
All UEs supporting multi-carrier HS-DSCH should signal a category between 1 and 18 or 39, 40, 43, 44 for this IE. This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 11:
This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 12:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

	NOTE 13:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured with MIMO.

	NOTE 14:
This IE corresponds to the E-DCH category supported by the UE when Dual Cell E-DCH operation is configured.

	NOTE 15:
This IE corresponds to the E-DCH category supported by the UE when Multi-carrier E-DCH operation is configured.

	NOTE 16: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

	NOTE 17: This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

	NOTE 18:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five and/or six cells.

	NOTE 19:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven and/or eight cells.

	NOTE 20:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.

	NOTE 21:
This IE corresponds to the E-DCH category supported by the UE when MIMO mode and/or 64QAM is configured.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.

	not_IRAT_HO
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


//------------------------------------unmodified sections omitted------------------------------//
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,

maxCellMeasExt,


maxCellMeasExt-1,

maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,


maxDedicatedCSGFreq,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxEDCHs,


maxEDCHs-1,


maxEDCHTxPattern-TDD128,


maxEDCHTxPattern-TDD128-1,


maxERNTIgroup,


maxERNTIperGroup,


maxERUCCH,


maxEUTRACellPerFreq,


maxEUTRATargetFreqs,


maxExcludedDetectedSetCells,


maxFACHPCH,


maxFreq,


maxFreqBandsEUTRA,

maxFreqBandsEUTRA-ext,


maxFreqBandsFDD,


maxFreqBandsFDD2,


maxFreqBandsFDD3,


maxFreqBandsFDD-ext,


maxFreqBandsFDD-ext2,


maxFreqBandsFDD-ext3,


maxFreqBandsIndicatorSupport,

maxFreqBandsTDD,


maxFreqBandsTDD-ext,

maxFreqBandsGSM,

maxFreqMeasWithoutCM,


maxGANSS,


maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,


maxGERAN-SI,


maxHNBNameSize,

maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxHSSCCHs-1,


maxHSSICH-TDD128,


maxHSSICH-TDD128-1,


maxHS-SCCHLessTrBlk,


maxIGPInfo,


maxInterSysMessages,


maxLoCHperRLC,


maxLoggedMeasReport,


maxnumLoggedMeas,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservSelect,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMBSFNClusters,


maxMeasCSGRange,


maxMeasEvent,


maxMeasEventOnSecULFreq,


maxMeasIntervals,


maxMeasParEvent,


maxNonContiguousMultiCellCombinations,


maxMeasOccasionPattern,


maxMeasOccasionPattern-1,


maxNumCDMA2000Freqs,


maxNumE-AGCH,


maxNumE-HICH,


maxNumEUTRAFreqs,

maxNumEUTRAFreqs-FACH,


maxNumFDDFreqs,


maxNumGSMCellGroup,

maxNumGSMFreqRanges,


maxGSMTargetCells,


maxNumMDTPLMN,


maxNumTDDFreqs,


maxNumANRLoggedItems,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-EUL,


maxPRACH-FPACH,


maxPredefConfig,


maxPrio,

maxPrio-1,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedEUTRAFreqs,


maxReportedEUTRACellPerFreq,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxSRBsetup,


maxRL,


maxRL-1,


maxEDCHRL,


maxEDCHRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxRxPatternForHSDSCH-TDD128,


maxRxPatternForHSDSCH-TDD128-1,


maxSat,


maxSatClockModels,

maxSCCPCH,


maxSgnType,


maxSIB,


maxSIB-FACH,


maxSIrequest,


maxSystemCapability,


maxTDD128Carrier,


maxTDD128Carrier-1,


maxTbsForHSDSCH-TDD128,


maxTbsForHSDSCH-TDD128-1,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;

//------------------------------------unmodified sections omitted------------------------------//
DL-PhysChCapabilityFDD-vb50ext ::=

SEQUENCE {


hsdsch-physical-layer-category-ext6

HSDSCH-physical-layer-category-ext6
OPTIONAL,


hsdsch-physical-layer-category-ext7

HSDSCH-physical-layer-category-ext7
OPTIONAL,


hsdsch-physical-layer-category-ext8

HSDSCH-physical-layer-category-ext8
OPTIONAL,


supportOf4x4MimoDualStreamRestriction
ENUMERATED { true }




OPTIONAL,


supportOfHS-DSCHSecondDRXOperation

ENUMERATED { true }




OPTIONAL,


supportOfNodeBTrigHS-DPCCHTransmission
ENUMERATED { true }




OPTIONAL

}

DL-PhysChCapabilityFDD-vb80ext ::=

SEQUENCE {


non-ContiguousMulti-CellWithMIMO

ENUMERATED { true }




OPTIONAL

}

DL-PhysChCapabilityFDD-vcxyext ::=

SEQUENCE {


enhancedDownlinkDRX





ENUMERATED { true }




OPTIONAL,


hs-dpcchReductionEnhancement


ENUMERATED { true }




OPTIONAL,


hs-dpcchReductionForCoverageEnhancement
ENUMERATED { true }




OPTIONAL
}

DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS


}

//------------------------------------unmodified sections omitted------------------------------//
PhysicalChannelCapability-va40ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-va40ext


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityInfoTDD-128-va40ext,



uplinkPhysChCapability




UL-PhysChCapabilityInfoTDD-128-va40ext


}

OPTIONAL

}

PhysicalChannelCapability-vb50ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-vb50ext,



uplinkPhysChCapability




UL-PhysChCapabilityFDD-vb50ext


}

OPTIONAL

}
PhysicalChannelCapability-vb80ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-vb80ext

}

OPTIONAL

}

PhysicalChannelCapability-vcxyext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-vcxyext

OPTIONAL,


uplinkPhysChCapability




UL-PhysChCapabilityFDD-vcxyext

OPTIONAL

}

OPTIONAL
}

PhysicalChannelCapabilityInfo-v770ext ::= SEQUENCE {


tddPhysChCapability-768




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityInfoTDD-768,



uplinkPhysChCapability




UL-PhysChCapabilityTDD


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



uplinkPhysChCapability




UL-PhysChCapabilityInfoTDD-128-v770ext


}

OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







BOOLEAN


}

UL-PhysChCapabilityFDD-r6 ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted



MaxNoDPDCH-BitsTransmitted,


physicalchannelcapability-edch


PhysicalChannelCapability-edch-r6
}

UL-PhysChCapabilityFDD-v770ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension
INTEGER (7)






OPTIONAL,


discontinuousDpcchTransmission


ENUMERATED { true }




OPTIONAL,


slotFormat4







ENUMERATED { true }




OPTIONAL

}

UL-PhysChCapabilityFDD-v920ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension2
INTEGER (8..9)





OPTIONAL

}

UL-PhysChCapabilityFDD-vb50ext ::=

SEQUENCE {


edch-PhysicalLayerCategory-extension3
INTEGER (10..12)




OPTIONAL

}

UL-PhysChCapabilityFDD-vcxyext ::=

SEQUENCE {


accessControlInConnectedMode


ENUMERATED { true }




OPTIONAL,


enhancedEUL-TTISwitching



ENUMERATED { true }




OPTIONAL,


implicitGrantHandling




ENUMERATED { true }




OPTIONAL,


enhancedSecondaryUplinkCarrierOperation
ENUMERATED { true }




OPTIONAL
}

UL-PhysChCapabilityTDD ::=


SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerTimeslot



MaxPhysChPerTimeslot,


minimumSF






MinimumSF-UL,


supportOfPUSCH





BOOLEAN


}

//------------------------------------unmodified sections omitted------------------------------//
UE-CapabilityContainer-IEs ::=


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0NonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






ue-RadioAccessCapability-v770ext
UE-RadioAccessCapability-v770ext-IEs,






v790NonCriticalExtensions


SEQUENCE {







ue-RadioAccessCapability-v790ext
UE-RadioAccessCapability-v790ext-IEs,







v860NonCriticalExtensions


SEQUENCE {








ue-RadioAccessCapability-v860ext
















UE-RadioAccessCapability-v860ext-IEs,








ue-RATSpecificCapability-v860ext












InterRAT-UE-RadioAccessCapability-v860ext
OPTIONAL,








v880NonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-v880ext
















UE-RadioAccessCapability-v880ext-IEs,









v890NonCriticalExtensions


SEQUENCE {










ue-RadioAccessCapability-v890ext
















UE-RadioAccessCapability-v890ext-IEs,










v920NonCriticalExtensions


SEQUENCE {











ue-RadioAccessCapability-v920ext
















UE-RadioAccessCapability-v920ext-IEs,











v970NonCriticalExtensions


SEQUENCE {












ue-RadioAccessCapability-v970ext
















UE-RadioAccessCapability-v970ext-IEs,












va40NonCriticalExtensions


SEQUENCE {













ue-RadioAccessCapability-va40ext
















UE-RadioAccessCapability-va40ext-IEs,













va60NonCriticalExtensions


SEQUENCE {














ue-RadioAccessCapability-va60ext















UE-RadioAccessCapability-va60ext-IEs,














va80NonCriticalExtensions

SEQUENCE {














ue-RadioAccessCapability-va80ext
















UE-RadioAccessCapability-va80ext-IEs,















laterNonCriticalExtensions



















UE-RadioAccessCapability-LaterNonCriticalExtensions

OPTIONAL













}

OPTIONAL













}

OPTIONAL











}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-v770ext




OPTIONAL,



rlc-Capability





RLC-Capability-v770ext,


rf-Capability





RF-Capability-v770ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v770ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v770ext,


ue-PositioningCapability


UE-PositioningCapability-v770ext,


mac-ehsSupport





ENUMERATED { true }





OPTIONAL,



ue-specificCapabilityInformation
UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapability-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v860ext-IEs ::= SEQUENCE {


-- UE radio access capability



rf-Capability





RF-Capability-v860ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v860ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v860ext,



ue-PositioningCapability


UE-PositioningCapability-v860ext,



measurementCapability



MeasurementCapability-v860ext


OPTIONAL,



measurementCapabilityTDD


MeasurementCapabilityTDD



OPTIONAL,



supportOfCommonEDCH




ENUMERATED { true }





OPTIONAL,



supportOfMACiis





ENUMERATED { true }





OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }





OPTIONAL,



supportOfControlChannelDRXOperation
ENUMERATED { true }





OPTIONAL,



supportOfCSG





ENUMERATED { true }





OPTIONAL,


-- UE radio access capability extension



ue-RadioAccessCapabBandFDDList3

UE-RadioAccessCapabBandFDDList3


OPTIONAL

}

UE-RadioAccessCapability-v880ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}

UE-RadioAccessCapability-v890ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v920ext-IEs ::= SEQUENCE {


-- UE physical channel capability,


ue-RadioAccessCapabBandCombList


UE-RadioAccessCapabBandCombList


OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-v920ext,


rlc-Capability






RLC-Capability-v920ext,


supportOfenhancedTS0




ENUMERATED { true }





OPTIONAL,


measurementCapability




MeasurementCapability-v920ext


OPTIONAL,


-- UE radio access capability


csgProximityIndicationCapability

CSG-ProximityIndicationCapability

OPTIONAL,


neighCellSI-AcquisitionCapability

NeighCellSI-AcquisitionCapability

OPTIONAL

}

UE-RadioAccessCapability-v970ext-IEs ::= SEQUENCE {


-- UE physical channel capability


ue-ExtendedMeasurementSupport


ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v9c0ext-IEs ::= SEQUENCE {


-- UE voice over IMS related capability



voiceOverUTRA-PS-HS-Support




ENUMERATED { true }



OPTIONAL,



srvcc-SupportFromUTRA-to-UTRA



ENUMERATED { true }



OPTIONAL,



srvcc-SupportFromUTRA-to-GERAN



ENUMERATED { true }



OPTIONAL,


-- UE radio access capability


ue-supportMac-ehsWindowSizeExtension


ENUMERATED { true }



OPTIONAL

}

UE-RadioAccessCapability-LaterNonCriticalExtensions ::= SEQUENCE {


v9c0NonCriticalExtensions


SEQUENCE {



ue-RadioAccessCapability-v9c0ext


UE-RadioAccessCapability-v9c0ext-IEs,



vaa0NonCriticalExtensions

SEQUENCE
{




ue-RadioAccessCapability-vaa0ext

UE-RadioAccessCapability-vaa0ext-IEs,




vb50NonCriticalExtensions

SEQUENCE {





ue-RadioAccessCapability-vb50ext

UE-RadioAccessCapability-vb50ext-IEs,





vb70NonCriticalExtensions

SEQUENCE {






ue-RadioAccessCapability-vb70ext

UE-RadioAccessCapability-vb70ext-IEs,






vae0NonCriticalExtensions



SEQUENCE {







ue-RadioAccessCapability-vae0ext
UE-RadioAccessCapability-vae0ext-IEs,







vb80NonCriticalExtensions

SEQUENCE {








ue-RadioAccessCapability-vb80ext
UE-RadioAccessCapability-vb80ext-IEs,








vcxyNonCriticalExtensions

SEQUENCE {









ue-RadioAccessCapability-vcxyext












UE-RadioAccessCapability-vcxyext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


}

}

UE-RadioAccessCapability-va40ext-IEs ::= SEQUENCE {


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-va40ext
UE-RadioAccessCapabBandCombList-va40ext

OPTIONAL,

physicalChannelCapability



PhysicalChannelCapability-va40ext,


rlc-Capability






RLC-Capability-va40ext,


measurementCapability




MeasurementCapability-va40ext



OPTIONAL,


supportOfMUMIMO






ENUMERATED { uplink, uplink-and-downlink }
OPTIONAL,


supportForDualCellMimoInDifferentBands
ENUMERATED { true }






OPTIONAL,


ue-BasedNetworkPerformanceMeasurementsParameters










UE-BasedNetworkPerformanceMeasurementsParameters

OPTIONAL,


supportOfUTRANANR





ENUMERATED { true }






OPTIONAL,

-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4



OPTIONAL

}
UE-RadioAccessCapability-va60ext-IEs ::= SEQUENCE {

ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext-IEs ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va80ext

OPTIONAL

}

UE-RadioAccessCapability-vaa0ext-IEs ::= SEQUENCE {


supportOfUMRLCre-establish-via-reconfig
ENUMERATED { true }






OPTIONAL,


rf-capability






RF-Capability-vaa0ext





OPTIONAL

}

UE-RadioAccessCapability-vae0ext-IEs ::= SEQUENCE {


-- UE radio access capability



multiModeRAT-Capability



MultiModeRAT-Capability-vae0ext


OPTIONAL

}

UE-RadioAccessCapability-vb50ext-IEs ::= SEQUENCE {


multiModeRAT-Capability






MultiModeRAT-Capability-vb50ext,


supportOfCommonERGCHBasedInterferenceControl
ENUMERATED { true }

OPTIONAL,


supportOfFallbackToR99PRACH





ENUMERATED { true }

OPTIONAL,


supportOfConcurrentDeployment




ENUMERATED { true }

OPTIONAL,


supportOfTTIalignmentAndPerHARQProcess


ENUMERATED { true }

OPTIONAL,


-- UE physical channel capability

ue-RadioAccessCapabBandCombList-vb50ext
UE-RadioAccessCapabBandCombList-vb50ext

OPTIONAL,

multiflowCapabBandCombList



MultiflowCapabBandCombList




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-vb50ext,


rlc-Capability






RLC-Capability-vb50ext,


multiflowCapability





MultiflowCapability






OPTIONAL,


-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList6


UE-RadioAccessCapabBandFDDList6

OPTIONAL,


-- Measurement capability

measurementCapability




MeasurementCapability-vb50ext



OPTIONAL,


measurementCapabilityTDD



MeasurementCapabilityTDD-vb50ext


OPTIONAL,


-- UE voice over IMS related capability


rsrvcc-SupportFromUTRA-CS-to-EUTRA-FDD
ENUMERATED { true }


OPTIONAL,


rsrvcc-SupportFromUTRA-CS-to-EUTRA-TDD
ENUMERATED { true }


OPTIONAL,


supportOfHSDPCCHPowerOffsetExtension

ENUMERATED { true }


OPTIONAL,


supportOfSTTDOnDLControlChannelsWhenMultiflowOperationIsActive

ENUMERATED { true }


OPTIONAL

}
UE-RadioAccessCapability-vb70ext-IEs ::= SEQUENCE {


measurementCapability




MeasurementCapability-vb70ext

OPTIONAL,

ue-RadioAccessCapabBandFDDList7


UE-RadioAccessCapabBandFDDList7

OPTIONAL

}

UE-RadioAccessCapability-vb80ext-IEs ::= SEQUENCE {


-- UE physical channel capability


physicalChannelCapability



PhysicalChannelCapability-vb80ext

}

UE-RadioAccessCapability-vcxyext-IEs ::= SEQUENCE {


-- UE radio access capability



supportofNon-rectResourceAllocation



ENUMERATED { true }




OPTIONAL,


supportofEnhancedServingCellChangeForEvent1C
ENUMERATED { true }




OPTIONAL,


supportofCellReselectionIndicationReporting

ENUMERATED { true }




OPTIONAL,

accessControlInConnectedMode




ENUMERATED { true }




OPTIONAL,


enhancedEUL-TTI-Switching





ENUMERATED { true }




OPTIONAL,


implicitGrantHandling






ENUMERATED { true }




OPTIONAL,

enhanced-SecondaryUplinkCarrierOperation

ENUMERATED { true }




OPTIONAL,

-- Measurement capability


measurementCapability






MeasurementCapability-vcxyext

OPTIONAL,




-- UE physical channel capability

physicalChannelCapability





PhysicalChannelCapability-vcxyext
OPTIONAL
}
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