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	Reason for change:
	It is unclear what the UE is supposed to do with the additional cell level SAI information. It is also not clear that the cell level SAI information is not supposed to impact the UE’s behavior about service continuity.

	
	

	Summary of change:
	Clarification that the cell level SAI is only used to inform upper layers about the service availability, but does not impact MBMS service continuity.

Impact Analysis

Impacted functionality:

MBMS service continuity

Inter-operability:

If the eNB is implemented according to the correction, but the UE is not, the UE might incorrectly ignore the intra-frequency neighbor cell SAI information, which would re-introduce ping-pong issues. 

No inter-operability problems are foreseen if the UE is implemented according to the correction while the eNB is not.
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–
SystemInformationBlockType15

The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

SystemInformationBlockType15 information element
-- ASN1START

SystemInformationBlockType15-r11 ::=
SEQUENCE {


mbms-SAI-IntraFreq-r11




MBMS-SAI-List-r11



OPTIONAL,
-- Need OR


mbms-SAI-InterFreqList-r11



MBMS-SAI-InterFreqList-r11

OPTIONAL,
-- Need OR


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


...,


[[
mbms-SAI-InterFreqList-v1140

MBMS-SAI-InterFreqList-v1140
OPTIONAL
-- Cond InterFreq


]]

}

MBMS-SAI-List-r11 ::=




SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF MBMS-SAI-r11

MBMS-SAI-r11 ::=





INTEGER (0..65535)

MBMS-SAI-InterFreqList-r11 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-r11

MBMS-SAI-InterFreqList-v1140 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-v1140

MBMS-SAI-InterFreq-r11 ::=



SEQUENCE {


dl-CarrierFreq-r11





ARFCN-ValueEUTRA-r9,


mbms-SAI-List-r11





MBMS-SAI-List-r11

}

MBMS-SAI-InterFreq-v1140 ::=


SEQUENCE {



multiBandInfoList-r11



MultiBandInfoList-r11


OPTIONAL
-- Need OR

}

-- ASN1STOP

	SystemInformationBlockType15 field descriptions

	mbms-SAI-InterFreqList
Contains a list of neighboring frequencies including additional bands, if any, that provide MBMS services and the corresponding MBMS SAIs.

	mbms-SAI-IntraFreq
Contains the list of MBMS SAIs for the current frequency. A duplicate MBMS SAI indicates that this and all following SAIs are not offered by this cell but only by neighbour cells on the current frequency. The UE may use this extra information to inform upper layers about service availability. For MBMS service continuity, the UE shall use all MBMS SAIs listed in mbms-SAI-IntraFreq to derive the MBMS frequencies of interest.

	mbms-SAI-List
Contains a list of MBMS SAIs for a specific frequency.

	multiBandInfoList
A list of additional frequency bands applicable for the cells participating in the MBSFN transmission.


	Conditional presence
	Explanation

	InterFreq
	The field is optionally present, need OR, if the mbms-SAI-InterFreqList-r11 is present. Otherwise it is not present.


