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	Reason for change:
	The feature of inter-frequency blacklist, i.e. cells to be excluded from inter-frequency detected set measurements, was introduced by the following CRs:

· in 25.306: CR0407r1 (RP-130248, RP-59)
· in 25.331: CR5252r2 (RP-121937, RP-58), CR5373 (RP-130248, RP-59)
However, in RAN2#86 meeting a number of issues with regard to the configuration of the list of cells to be excluded from intra-frequency and inter-frequency detected set measurements were discussed based on R2-141936. 
As a result, RAN2 made the working assumption to remove the sub-feature “Exclusion of cells from inter-frequency detected set measurements” in REL-11 since the issues related to this sub-feature cannot be fixed without ASN.1 changes, since the current spec allows inter-frequency blacklist to be per event, while the original intention should be per frequency. 
This CR intends to reintroduce the sub-feature “Exclusion of cells from inter-frequency detected set measurements” in R12, corresponding texts should be updated to express the support of inter-frequency blacklist. 

	
	

	Summary of change:
	The capability bit “Cells excluded from detected set measurements”, which used to define whether the UE supports exclusion of cells from intra-frequency detected set measurements, was updated to also include the support of inter-frequency detected set measurements.
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<start of modification>
4.9
Measurement related capabilities (FDD only)

Need for downlink compressed mode

Defines whether the UE needs compressed mode in the downlink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.

Need for uplink compressed mode

Defines whether the UE needs compressed mode in the uplink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.

Support for absolute priority based cell re-selection in UTRAN
Defines whether absolute priority based cell re-selection in UTRAN is supported or not. If the UE supports absolute priority based cell re-selection in UTRAN, it shall also support absolute priority based cell re-selection to GERAN if GERAN is supported by the UE.
Adjacent Frequency measurements without compressed mode
Defines whether the UE needs compressed mode to perform measurements on an adjacent frequency, i.e. a frequency whose center is within 5MHz of the center of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Inter-band Frequency measurements without compressed mode

Defines whether the UE needs compressed mode to perform measurements on an inter-band frequency, i.e. a frequency belonging to a frequency band in the band combinations as reported in the IE "Radio Access Capability Band Combination List" but not belonging to the same frequency band as that of the currently used frequency.
Support for System Information Block type 11bis

Defines whether the UE supports System Information Block type 11bis.

Enhanced inter-frequency measurements without compressed mode

Defines whether the UE needs compressed mode to perform measurements on two additional frequencies other than the frequency associated with the serving HS-DSCH cell, where each frequency belongs either to the frequency band of the currently used frequency or to a frequency band in the band combinations as reported in the IE "Radio Access Capability Band Combination List". The two additional frequencies to be measured without compressed mode together with currently used frequency cannot belong to more than two frequency bands.

Frequency specific compressed mode

For the dual band operation, defines whether the UE can apply compressed mode  only to the  frequencies associated with the secondary serving HS-DSCH cells, which are in the frequency band other than the serving HS-DSCH cell.

Frequency specific compressed mode for non-contiguous operation

For the intra-band non-contiguous operation, defines whether the UE can apply compressed mode  only to the  frequencies associated with the secondary serving HS-DSCH cells, which are in the block of configured carriers other than the serving HS-DSCH cell.

Extended measurements ID support

Defines whether the UE supports extended measurement identity range 17 to 32.

Inter-frequency detected set measurements

Defines whether the UE supports measurements of inter-frequency detected set cells. If the UE supports Inter-frequency detected set measurements then the UE shall also support Cells excluded from detected set measurements.

Inter-frequency measurements on configured carriers without compressed mode

Defines whether the UE requires compressed mode to perform measurements on the frequencies which are configured for HS-DSCH operation and associated with the secondary serving HS-DSCH cells.

Cells excluded from detected set measurements

Defines whether the UE supports exclusion of cells from intra-frequency and inter-frequency detected set measurements. 
Wideband RSRQ FDD measurements
Defines whether the UE is able to perform wideband RSRQ FDD measurements.

Wideband RSRQ TDD measurements
Defines whether the UE is able to perform wideband RSRQ TDD measurements.
Event 2g reporting on a configured secondary downlink frequency
Defines whether the UE supports reporting event 2g on a configured secondary downlink frequency. If a UE supports event 2g reporting on a configured secondary downlink frequency, it shall also support Inter-frequency measurements on configured carriers without compressed mode.
<end of modification>
