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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation

CCTrCH
Coded Composite Transport Channel

CQI
Channel Quality Indicator
DPCCH2
Dedicated Physical Control Channel 2
HARQ
Hybrid Automatic Repeat Request

HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH

HS-SICH
Shared Information Channel for HS-DSCH

MCS
Modulation and Coding scheme

MIMO
single user Multple Input Multiple Output

MU-MIMO
Multi-User Multiple Input Multiple Output

NW
Network

QPSK
Quadrature Phase Shift Keying

TFCI
Transport Format Combination Indicator

TFRC
Transport Format Resource Combination

TFRI
Transport Format and Resource Indicator

TPC
Transmit Power Control

TSN
Transmission Sequence Number

UE
User Equipment

/*partially omitted */
XX
DPCCH2 transmission (FDD only)

DPCCH2 transmission is characterized as the introduction of secondary pilot (DPCCH2). Network is allowed to configure DPCCH2 as the power setting reference for the HS-DPCCH channel in the serving HS-DSCH cell in CELL_DCH state.
When the UE is configured with DPCCH2 transmission:
-
Power control:
-
TPC bits on DPCCH2 carry the DL power control commands for F-DPCH transmitted from the serving HS-DSCH cell. TPC bits on DPCCH carry the DL power control commands for F-DPCH transmitted from the non-serving HS-DSCH cell.
-
An additional F-DPCH channel is introduced to transmit uplink TPC commands for DPCCH2 from the serving HS-DSCH cell.
-
The non-serving cell(s) should be informed the presence of DPCCH2.
