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	Reason for change:
	As we discussed before,  one reason to introduce the network request solution is to reduce the size of the UE capabilities. 
Therefore companies agreed for this case that the UE shall not include the field “supportedBandCombinationAdd” in UE EUTRA capability. However, this is not captured clearly in the specification and may lead to IOT problems in the future.
In addition, in case the reportedFrequencyBands is absent,  it is unclear how can the target eNB know whether the received UE capability is a complete one or not if the source eNB does not support this feature.

	
	

	Summary of change:
	For the case the UECapabilityEnquiry message does not include “requestedFrequencyBands”:

1 add “not include supportedBandCombinationAdd”;
2 add “indicate in reportedFrequencyBands all bands for which the UE included all supported band combinations, and all bands for which the UE does not support CA if the UE supports requestedFrequencyBands;;”
Impact analysis

Impacted functionality:

CA band combination capability signalling;

Inter-operability:

No inter-operability issues are expected.

	
	

	Consequences if not approved:
	1 The UE behavior on the setting of the field “supportedBandCombinationAdd” is unpredicatable.
2 In case the reportedFrequencyBands is absent, the target eNB cannot know whether the received UE capability is a complete one or not if the source eNB does not support this feature.
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 [… Next change…]
5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes eutra:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to eutra;

3>
if the UE supports FDD and TDD:

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for both FDD and TDD (i.e. functionality supported by both modes);

4>
if (some of) the UE capability fields have a different value for FDD and TDD:

5>
if for FDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field fdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for FDD;

5>
if for TDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field tdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for TDD;

NOTE:

The UE includes fields of XDD-Add-UE-EUTRA-Capabilities in accordance with the following:

-
The field is included only if one or more of its sub-fields has a value that is different compared to the value signalled elsewhere within UE-EUTRA-Capability;

(this value signalled elsewhere is also referred to as the Common value, that is supported for both XDD modes)

-
For the fields that are included in XDD-Add-UE-EUTRA-Capabilities, the UE sets:

-
the sub-fields that are not allowed to be different the same as the Common value;

-
the sub-fields that are allowed to be different to a value indicating at least the same functionality as indicated by the Common value;

3>
else (UE supports single xDD mode):

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for the xDD mode supported by the UE;

3>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:
4>
create a set of band combinations supported by the UE, including non-CA combinations, target for being included in supportedBandCombination while observing the following order (i.e. listed in order of decreasing priority):

-
include all non-CA bands, regardless of whether UE supports carrier aggregation, only:  

-
if the UE includes ue-Category-v1020 (i.e. indicating category 6 to 8); or

-
if for at least one of the non-CA bands, the UE supports more MIMO layers with TM9 and TM10 than implied by the UE category; or 

-
the UE supports TM10 with one or more CSI processes;

-
include all 2DL+1UL CA band combinations, only consisting of bands included in requestedFrequencyBands;

-
include all other 2DL+1UL CA band combinations;

-
include all other CA band combinations, only consisting of bands included in requestedFrequencyBands, and prioritized in the order of requestedFrequencyBands;

4>
include in supportedBandCombination as many of the target band combinations as possible, determined according to the above, while observing the priority order; 

4>
include in supportedBandCombinationAdd as many of the remaining target band combinations, i.e. the target band combinations the UE was not able to include in supportedBandCombination, and limited to those consisting of bands included in requestedFrequencyBands, while observing the priority order;
4> indicate in reportedFrequencyBands all bands for which UE included all supported band combinations, and all bands for which the UE does not support CA;

3>
else

4>
create a set of band combinations supported by the UE, including non-CA combinations, target for being included in supportedBandCombination:

-
include all non-CA bands, regardless of whether UE supports carrier aggregation, only:

-
if the UE includes ue-Category-v1020 (i.e. indicating category 6 to 8); or

-
if for at least one of the non-CA bands, the UE supports more MIMO layers with TM9 and TM10 than implied by the UE category; or

-
the UE supports TM10 with one or more CSI processes;

-
include all 2DL+1UL CA band combinations;

-
include all other CA band combinations;

4>
include in supportedBandCombination as many of the target band combinations as possible, determined according to the above;

4>
if the number of non-CA and CA band combinations supported by UE exceeds the maximum number of band combinations of supportedBandCombination, the selection of subset of band combinations is up to UE implementation;
4> indicate in reportedFrequencyBands all bands for which the UE included all supported band combinations, and all bands for which the UE does not support CA if the UE supports requestedFrequencyBands;
4> not include supportedBandCombinationAdd;
2>
if the ue-CapabilityRequest includes geran-cs and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-cs;

2>
if the ue-CapabilityRequest includes geran-ps and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-ps;

2>
if the ue-CapabilityRequest includes utra and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ue-CapabilityRAT-Container and with the rat-Type set to utra;

2>
if the ue-CapabilityRequest includes cdma2000-1XRTT and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to cdma2000-1XRTT;

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;

